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VICINITY  MAP

MAINTENANCE OF TRAFFIC NOTES

RIGHT OF WAY

UTILITIES

BOOK OF STANDARDS AND MUTCD

STANDARD SPECIFICATIONS BOOK,

PLATS.

RIGHT OF WAY INFORMATION.  SEE APPROPRIATE RIGHT OF WAY

IN INTERPRETING THE PLANS AND ARE NOT OFFICIAL FOR FEE

RIGHT OF WAY LINES SHOWN ON THESE PLANS ARE FOR ASSISTANCE

EXISTING UTILITIES.

RESPONSIBLE TO LOCATE, DELINEATE, AND AVOID ALL

OF THE ACCURACY OF SAID LOCATIONS.  THE CONTRACTOR IS

INFORMATION AND GUIDANCE ONLY.  NO GUARANTEE IS MADE

THE LOCATION OF UTILITIES SHOWN ON THE PLANS ARE FOR

INDEX OF SHEETS

DESCRIPTION SHEET NO.

NOTES:

ACCESSIBILITY AT ALL TIMES.

AND SPECIAL PROVISIONS FOR MOT. MAINTAIN PEDESTRIAN 

FOLLOW SHA WORK ZONE TEMPORARY TRAFFIC CONTROL STANDARDS 

N

SCALE :  1"= 1000'

MARYLAND AND ITS AGENCIES ARE HEREBY MADE PART OF THIS PLAN.

AND REQUIREMENTS OF THE CITY OF ROCKVILLE AND THE STATE OF 

THE PROJECT AND THAT APPLICABLE SEDIMENT CONTROL CONDITIONS

FOR THE CONTROL OF SEDIMENT AND EROSION BEFORE BEGINNING OF 

AT A DEPARTMENT OF THE ENVIRONMENT APPROVED TRAINING PROGRAM

CONSTRUCTION PROJECT WILL HAVE A CERTIFICATION OF TRAINING

THIS PLAN AND THAT RESPONSIBLE PERSONNEL INVOLVED IN THE 

OR DEVELOPMENT, OR ALL OF THESE, WILL BE DONE PURSUANT TO

I/WE HEREBY CERTIFY THAT ANY CLEARING, GRADING, CONSTRUCTION

OWNER/DEVELOPER CERTIFICATION

DATE: 

PRINTED NAME AND TITLE: 

SIGNATURE: 

32
+50

17
3
.6

2
10
.2

2

DATUM LINE

DATUM LINE

31

2
10
.2

E

PROPOSED MEDIAN BARRIER

ELECTRICAL HAND BOX - SIGNALS

FLOW LINE

STATE, COUNTY OR CITY LINES

PROPOSED TRAFFIC BARRIER

EXISTING TRAFFIC BARRIER

PROPOSED FENCE LINE

EXISTING FENCE LINE

RIGHT OF WAY LINE

EXISTING ROADWAY

RAILROAD

FIRE HYDRANT

BASE LINE OR SURVEY LINE

WATERS OF THE U.S.

HISTORIC BOUNDARY

GRADE ELEVATION

GROUND ELEVATION

CONIFEROUS TREE

BUSH / TREE

HEDGE / TREE LINE

WATERS OF THE U.S.

WETLAND BUFFER

WETLAND

UTILITY POLE

EXISTING DROP INLET

EXISTING PIPE /  CULVERT

PROPOSED PIPE /  CULVERT

CONVENTIONAL SIGNS

TITLE SHEET

SCALE

NOT TO

NAME

_____________________

   Expiration Date: _________

of Maryland, License No. _______, 

Engineer under the laws of the State 

that I am a duly licensed Professional 

were prepared or approved by me, and 

I hereby certify that these documents 

PROFESSIONAL CERTIFICATION:

%

(MD-MUTCD).

MARYLAND MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES

INCLUDED IN THE INVITATION FOR BIDS BOOK; AND THE LATEST

THEREOF OR ADDITIONS THERETO; THE SPECIAL PROVISIONS

CONSTRUCTION AND MATERIALS DATED JULY 2020, REVISIONS

(SHA) SPECIFICATIONS ENTITLED: STANDARD SPECIFICATIONS FOR

DEPARTMENT OF TRANSPORTATION, STATE HIGHWAY ADMINISTRATION'S

ALL WORK ON THIS PROJECT SHALL CONFORM TO THE MARYLAND

WWW.MONTGOMERYCOUNTYMD.GOV/DEP.

240-777-7770, ASKDEP@MONTGOMERYCOUNTYMD.GOV, OR 

COUNTY DEPARTMENT OF ENVIRONMENTAL PROTECTION AT 

NOISE CONTROL ORDINANCE. PLEASE REFER TO THE MONTGOMERY

THE APPLICANT MUST COMPLY WITH THE MONTGOMERY COUNTY14.

RELEASE OF THE PERMIT. 

(WITH ALL ORIGINAL SIGNATURES) TO  CITY PRIOR TO THE 

AS-BUILT MYLAR DRAWING ALONG WITH THE ORIGINAL MYLARS 

WRITTEN APPROVAL, THE APPLICANT SHALL PROVIDE APPROVED 

AN AS-BUILT CERTIFICATION TO THE CITY. UPON RECEIPT OF 

NOTE THAT IT IS ONLY FOR THE AS-BUILT AND SHALL INCLUDE 

MUST BE LICENSED BY THE STATE OF MARYLAND. THE SEAL SHALL 

SEALED BY A PROFESSIONAL SURVEYOR, AS APPROPRIATE AND 

ORIGINAL MYLAR IS ACCEPTABLE). THE AS-BUILT SHALL BE 

ENGINEER'S SEAL AND SIGNATURE (A SCANNED IMAGE OF THE 

CONTAIN THE ORIGINAL APPROVAL SIGNATURES AND PROFESSIONAL 

FOR REVIEW AND APPROVAL BY THE CITY. THE DRAWINGS MUST 

PROVIDE THREE SETS OF RED LINED AS-BUILT PRINTS (24"X36") 

UPON COMPLETION OF CONSTRUCTION, THE APPLICANT SHALL13.

SHALL BE DESIGNED FOR HS-20 VEHICLES LOADING. 

CONSTRUCTION. ALL PIPES AND STRUCTURES IN PAVED AREAS

APPROVE THE SHOP DRAWINGS FOR CONFORMANCE TO 

SEALED THE DESIGN PLANS (BUT NOT THE SHOP DRAWINGS) MUST

PRIOR TO FABRICATION. THE PROFESSIONAL ENGINEER WHO

PROFESSIONAL ENGINEER LICENSED IN THE STATE OF MARYLAND 

SHOP DRAWINGS MUST BE PREPARED AND SEALED BY A12.

BEEN OBTAINED IN ASSOCIATION WITH THIS APPROVED PLAN. 

AND/OR MONTGOMERY COUNTY APPROVALS AND/OR PERMITS HAVE

RESPONSIBLE TO ENSURE THAT ALL NECESSARY FEDERAL, STATE

IN ADDITION TO ALL CITY PERMITS, THE APPLICANT IS 11.

TO DPW FOR INFORMATIONAL PURPOSES ONLY. 

OF MARYLAND SHALL SEAL THESE DRAWINGS. PROVIDE THREE COPIES

APPLICANT. A PROFESSIONAL ENGINEER LICENSED IN THE STATE

SHEETING AND SHORING IS THE TOTAL RESPONSIBILITY OF THE 10.

WEATHER EVENTS. 

CONTROLS AT ANY TIME DURING, OR IN ADVANCE OF, INCLEMENT

DIVISION. DPW MAY SUSPEND LANE CLOSURE OR OTHER TRAFFIC

AND APPROVED BY THE CHIEF OF THE TRAFFIC AND TRANSPORTATION

(MUTCD). IF REQUIRED, TRAFFIC CONTROL PLANS SHALL BE REVIEWED

EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVISES

TRAFFIC CONTROL DEVICES SHALL BE IN ACCORDANCE WITH THE LATEST

DURING NORMAL WORKING HOURS. DEPLOYMENT AND DESIGN OF ALL

PERMITTED ON SECONDARY RESIDENTIAL STREETS AT ANY TIME

THROUGH FRIDAY. AN EXCEPTION IS THAT LANE CLOSURES ARE 

BE PERMITTED BETWEEN 7:00-9:00 A.M. OR 3:30-6:00 P.M. MONDAY

CONSTRUCTION AREA AS DIRECTED BY DPW. NO LANE CLOSURE SHALL

TRAFFIC MUST BE MAINTAINED ON ALL ROADWAYS WITHIN THE9.

1

GOVERN. 

SHOWN ON THESE PLANS, THE COMPUTED DIMENSIONS SHALL 

DISCREPANCY BETWEEN SCALED AND COMPUTED DIMENSIONS 

THE CONTRACTOR SHALL NOTE THAT IN CASE OF A 4.

COMPLETE SUCH WORK. 

RELIEVE THE CONTRACTOR OF HIS RESPONSIBILITY TO 

BE REQUIRED TO COMPLETE THE PROJECT SHALL NOT 

MENTION SPECIFICALLY ANY WORK WHICH WOULD NATURALLY 

IT SHALL BE DISTINCTLY UNDERSTOOD THAT FAILURE TO 3.

WORK UNDER OR ADJACENT TO OVERHEAD POWER LINES. 

CONFORM TO ALL LAWS AND REGULATIONS IN REGARD TO 

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO 2.

RESPONSIBILITY OF THE CONTRACTOR. 

JOB SAFETY AND TRAFFIC CONTROL SHALL BE SOLELY THE 1.

AREA WITHIN THE RIGHT-OF-WAY. 

THIS PLAN IS 0.32 ACRES OF WHICH 0.32 IS ON-SITE IMPERVIOUS 

IMPERVIOUS AREA SUBJECT TO STORMWATER MANAGEMENT SHOWN ON

IS ON-SITE PROPOSED DISTURBANCE RIGHT-OF-WAY. THE 

HAS BEEN DETERMINED TO BE 36,448 SQUARE FEET OF WHICH 36,448

AND THE TOTAL AREA TO BE DISTURBED AS SHOWN ON THESE PLANS 

405 CUBIC YARDS OF EXCAVATION AND 86 CUBIC YARDS OF FILL

AMOUNT OF EXCAVATION AND FILL HAS BEEN COMPUTED TO BE 

ORDINANCE OF THE ROCKVILLE CITY CODE. THE ESTIMATE TOTAL

SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL AND THE

ACCORDANCE WITH THE LATEST MARYLAND STANDARDS AND 

I HEREBY CERTIFY THAT THIS PLAN HAS BEEN PREPARED IN 

DESIGN AND QUANTITIES CERTIFICATION

TITLE & LICENSE NUMBER: 

DATE: 

PRINTED NAME AND TITLE: 

SIGNATURE: 

TRAFFIC, RESIDENTS OR CITY SERVICE. 

OR OTHER SUCH ITEMS THAT DO NOT ADVERSELY IMPACT 

OUTSIDE OF THE NORMAL WORK HOURS FOR CLEAN-UP ACTIVITIES 

WRITTEN PERMISSION OF DPW MAY BE PERMITTED TO WORK 

OR AUTHORIZED BY DPW IN WRITING. THE CONTRACTOR, WITH 

CITY FORCES, OUTSIDE OF THE NORMAL WORKING HOURS, UNLESS

LANES OR DO ANY WORK THAT REQUIRES THE SERVICES OF THE 

STATE. THE CONTRACTOR WILL NOT BE PERMITTED TO CLOSE 

OF GENERAL AND CONGRESSIONAL ELECTIONS THROUGHOUT THE

DAY, THANKSGIVING FRIDAY AND CHRISTMAS DAY, AND ALL DAYS

INDEPENDENCE DAY, LABOR DAY, VETERANS' DAY, THANKSGIVING

KING'S BIRTHDAY, PRESIDENT'S DAY, MEMORIAL DAY, 

THE FOLLOWING HOLIDAYS: NEW YEAR'S DAY, MARTIN LUTHER 

EXCEPT HOLIDAYS, FROM 7 A.M. TO 5 P.M. THE CITY OBSERVES

DPW NORMAL WORKING HOURS ARE MONDAY THROUGH FRIDAY, 8.

ZONE OR TO A DEPTH OF FIVE-FEET, WHICHEVER IS LESS. 

FROM BELOW THE PAVEMENT TO THE TOP OF THE PIPE EMBEDMENT

BE FILLED WITH COMPACTED GRADED AGGREGATE BASE (GAB) 

SHOWN ON THE PLANS. ALL TRENCHES IN PUBLIC STREETS SHALL

WITH CITY STANDARD DETAIL #60, CONTAINED HEREIN, OR AS 

THE PUBLIC ROAD UTILITY PATCH SHALL BE IN ACCORDANCE 7.

PUBLIC STREETS. 

EXCAVATION. THE STEEL PLATE REQUIREMENTS ONLY APPLY TO 

ALL FOUR SIDES OF THE PAVEMENT SURROUNDING THE

LARGE ENOUGH TO ALLOW A MINIMUM OF ONE-FOOT BEARING ON 

(RECESSED) AND PINNED TO THE ROADWAY. PLATES MUST BE

NO LONGER THAN SEVEN DAYS. PLATES ARE TO BE NOTCHED 

A SAFE CONDITION. STEEL PLATES ARE ALLOWED TO REMAIN

BACKFILLED, ALL EQUIPMENT SECURED AND THE AREA LEFT IN

AT THE END OF EACH DAY, ALL TRENCHES SHALL BE 6.

WATER AND SEWER MAINS. 

SHALL BE A TEN-FOOT HORIZONTAL CLEARANCE BETWEEN CITY

UTILITY OR STRUCTURE. THE ONLY EXCEPTION IS THAT THERE

CLEARANCE WITH BETWEEN A CITY UTILITY WITH ANY OTHER

OTHERWISE NOTED. MAINTAIN A FIVE-FOOT HORIZONTAL 

ALL CITY UTILITIES CROSSING ANY OTHER UTILITY, UNLESS

MAINTAIN A MINIMUM ONE-FOOT VERTICAL CLEARANCE BETWEEN5.

CONSTRUCTION. 

WHO STAMPED THE DESIGN PLANS BEFORE PROCEEDING WITH

SHOWN ON THIS PLAN, CONTACT THE PROFESSIONAL ENGINEER

WELL IN ADVANCE OF TRENCHING. IF CLEARANCE IS LESS THAN

UTILITIES BY DIGGING TEST PITS AT THE UTILITY CROSSING

DETERMINE THE EXACT LOCATION AND ELEVATION OF EXISTING

WAS OBTAINED FROM AVAILABLE RECORDS. THE CONTRACTOR MUST 

INFORMATION CONCERNING EXISTING UNDERGROUND UTILITIES4.

PRIOR TO HOLDING ANY PRE-CONSTRUCTION MEETING.

OR #811 OR MISSUTILITY.NET SO THAT UTILITIES ARE MARKED

THE APPLICANT MUST CONTACT MISS UTILITY AT 1-800-257-77773.

BY PERMIT.  

SEDIMENT CONTROL INSPECTOR AT 240-314-8879, IF REQUIRED

REQUIRED BY EITHER A DPW AND/OR FORESTRY PERMIT, OR DPW

IN THE PERMIT, CITY FORESTRY INSPECTOR AT 240-314-8713, IF

OF NOTICE TO THE FOLLOWING: CITY PROJECT INSPECTOR LISTED

PRIOR TO COMMENCING ANY WORK. PROVIDE AT LEAST 48 HOURS 

THE APPLICANT MUST ARRANGE A PRE-CONSTRUCTION MEETING 2.

THIS PERMIT AND/OR APPROVED PLAN.

SUBCONTRACTORS, OR OTHER ENTITIES COMPLETING WORK UNDER 

THE APPLICANT IS RESPONSIBLE FOR ALL CONTRACTORS, AGENTS, 

ISSUED SHALL BE CONSIDERED THE APPLICANT IN THESE NOTES. 

APPLICABLE, THE ENTITY FOR WHICH THE CITY CONTRACT IS 

A PERMIT. FOR DPW PROJECTS WHERE A PERMIT IS NOT 

ROCKVILLE DEPARTMENT OF PUBLIC WORKS (DPW) HAS ISSUED 

THE APPLICANT IS THE ENTITY FOR WHICH THE CITY OF 1.

CITY OF ROCKVILLE GENERAL NOTES:  (NOV 2016)

TOPOGRAPHIC SURVEY

BY THE CITY OF ROCKVILLE, AND AERIAL IMAGERY.

DISTUBANCE WAS ESTABLISHED FROM AS-BUILTS PROVIDED

GIS MAPPING SHOWN OUTSIDE THE PROJECT LIMIT OF

WAS ESTABLISHED FROM FIELD SURVEY CONDUCTED IN APRIL 2020.

BASE TOPOGRAPHIC INFORMATION WITHIN THE PROJECT LIMIT

COORDINATE SYSTEM NAD 83/91, AND NAVD 88.

THIS PROJECT IS ORIENTATED TO THE MARYLAND STATE PLANE

SIDEWALK
POTOMAC VALLEY ROAD

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCKVILLE, MD
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OF THE PERMIT AND ALL REQUIRED REPORTS SHALL BE AVAILABLE ON SITE AT ALL TIMES.

THE APPLICANT SHALL COMPLY WITH ALL PROVISIONS OF THE NPDES CONSTRUCTION DISCHARGE PERMIT. A COPY30.

DAMAGE TO SEDIMENT CONTROL DEVICES AND EXISTING INFRASTRUCTURE.

THE APPLICANT IS RESPONSIBLE FOR ALL ACTIONS OF CONTRACTOR AND SUBCONTRACTORS, INCLUDING REPAIRING 29.

CONSERVATION PLAN.

PROTECT ALL TREES TO BE PRESERVED DURING CONSTRUCTION IN ACCORDANCE WITH THE APPROVED FOREST 28.

OFF-SITE SPOIL OR BORROW AREAS MUST HAVE APPROVED SEDIMENT CONTROL PLANS.27.

FENCE MUST BE MAINTAINED IN GOOD CONDITION AT ALL TIMES.

GREATER THAN TWO-INCHES IN WIDTH AND FOUR-INCHES IN HEIGHT WITH A MINIMUM OF 14 GAUGE WIRE. SAFETY

AT LEAST 42-INCHES HIGH, HAVE POSTS SPACED NO FARTHER APART THAN EIGHT-FEET, HAVE MESH OPENINGS NO

ALL SEDIMENT BASINS AND TRAPS MUST BE SURROUNDED WITH A WELDED WIRE SAFETY FENCE. THE FENCE MUST BE26.

SHALL NOT BE PLACED WITHIN A FLOOD PLAIN OR WETLAND.

IT DOES NOT FOUL EXISTING OR PROPOSED STORM DRAINAGE SYSTEMS OR AREAS ALREADY STABILIZED. SEDIMENT

SEDIMENT REMOVED FROM TRAPS SHALL BE PLACED AND STABILIZED IN APPROVED AREAS IN SUCH A MANNER THAT25.

THE TRAP.

SEDIMENT HAS ACCUMULATED TO A POINT ONE-HALF THE DEPTH BETWEEN THE OUTLET CREST AND THE BOTTOM OF 

TEMPORARY SEDIMENT TRAP(S) SHALL BE CLEANED OUT AND RESTORED TO THE ORIGINAL DIMENSIONS WHEN 24.

AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL.

VEGETATIVE STABILIZATION SHALL BE PERFORMED IN ACCORDANCE WITH THE MOST CURRENT MARYLAND STANDARDS23.

HEAVY LOADS ON A ROADWAY SUBGRADE.

THE GEOTECHNICAL ENGINEER. THE GEOTECHNICAL ENGINEER MUST APPROVE THE STORAGE OR STOCKPILING OF 

MANNER AS TO PREVENT DISTURBANCE. REPAIR ANY DAMAGE TO THE PREPARED SUBGRADE TO THE SATISFACTION OF 

ICE. VEHICULAR AND EQUIPMENT TRAFFIC SHALL BE DISTRIBUTED ACROSS THE PREPARED SURFACE IN SUCH A 

DO NOT PLACE BACKFILL OR FILL SOIL MATERIAL ON SURFACES THAT ARE MUDDY, FROZEN, OR CONTAIN FROST OR13.

TIMES, MAINTAIN THE SUBGRADE SURFACE IN SUCH CONDITION AS TO READILY DRAIN. 

SUBGRADE SECTION TO THE LINES, GRADES, CROSS SECTIONS AND/OR ELEVATIONS SHOWN ON THE PLANS. AT ALL

UNIFORMLY GRADE AREAS TO A SMOOTH SURFACE, FREE OF IRREGULAR SURFACE CHANGES. GRADE AND PREPARE THE12.

OBTAINING UNIFORM COMPACTION. 

CENTER. VARY THE TRAVEL PATHS OF TRAFFIC AND EQUIPMENT OVER THE WIDTH OF THE EMBANKMENT TO AID IN

LONGITUDINAL DIRECTION ALONG THE EMBANKMENT. BEGIN AT THE OUTER EDGES AND PROGRESS TOWARDS THE 

MATERIAL IN HORIZONTAL LAYERS ACROSS THE FULL WIDTH OF THE EMBANKMENT. PERFORM ALL ROLLING IN A 

EXCEPT WHEN SPECIFIED, DO NOT PLACE LAYERS EXCEEDING EIGHT-INCHES UN-COMPACTED DEPTH. PLACE THE11.

SEALED BY THE GEOTECHNICAL ENGINEER.

DPW MAY APPROVE AN ALTERNATE APPROACH FOR SOIL REMEDIATION/IMPROVEMENT IF IT IS RECOMMENDED AND

COVERED BY #MSHA 57 COARSE AGGREGATE (TABLE 901A). 

UNDERCUTTING OF SOFT OR UNSUITABLE AREAS OF SUBGRADE AND PLACING A LAYER OF GEOTEXTILE C.

BORROW (MSHA SECTION 916).

UNDERCUTTING SOFT OF UNSUITABLE AREAS OF SUBGRADE AND BACFILLING WITH COMPACTED SELECT B.

SCARIFYING, MOISTURE CONDITIONING, AND RE-COMPACTION OF THE SUBGRADE MATERIALS.A.

ENGINEER BY EITHER OF THE FOLLOWING METHODS:

SUBGRADE AREAS THAT FAIL PROOF-ROLLING SHALL BE REMEDIATED TO THE SATISFACTION OF THE GEOTECHNICAL

ROLLING AND DETERMINE IF THE SUBGRADE IS ACCEPTABLE OR IF THERE ARE AREAS THAT REQUIRE REMEDIATION. 

DUMP TRUCK (MINIMUM 20 TON PAYLOAD CAPACITY). THE GEOTECHNICAL ENGINEER SHALL INSPECT THE PROOF-

TO THE COMPACTION REQUIREMENTS IN THESE NOTES. PROOF-ROLL THIS COMPACTED LAYER USING FULLY LOADED

GEOTECHNICAL ENGINEER), SCARIFY THE MINIMUM TOP EIGHT-INCHES OF SOIL MATERIAL. COMPACT THIS LAYER

FILL PREPARED BY OTHERS OUTSIDE OF THIS PLAN OR FILL NOT PREPARED UNDER THE SUPERVISION OF THE 

PRIOR TO PLACING ANY ROADWAY FILL ON EXISTING GRADES (ORIGINAL GRADE AFTER TOPSOIL HAS BEEN STRIPPED,10.

CERTIFICATION OF PIPE BEDDING SUBGRADE AND FILL SUBGRADE.

PER DAY. THE GEOTECHNICAL ENGINEER SHALL SUPPLY DPW WITH CERTIFIED COMPACTION TEST RESULTS, INCLUDING

AT A MINIMUM, THERE SHALL BE AT LEAST ONE COMPACTION TEST PER LIFT AND AT LEAST TWO COMPACTION TESTS

FREQUENCY SHALL BE AT LEAST ONCE PER 150 LINEAR FEET OF TRENCH OR ONCE PER 1,500 SQUARE FEET OF FILL.

AT A MINIMUM, COMPACTION TESTS SHALL BE COMPLETED FOR EVERY LIFT OF FILL OR BACKFILL. THE TESTING9.

COMPACTED FILL OF 24-INCHES OR GREATER OVER THE STRUCTURE OR PIPE. 

SHALL THE APPLICANT DRIVE EQUIPMENT OVER ANY PART OF A CORRUGATED METAL PIPE UNLESS THERE IS A 

CLOSER THAN FOUR-FEET, MEASURED HORIZONTALLY, TO ANY PART OF A STRUCTURE. UNDER NO CIRCUMSTANCES 

DRAWINGS. AT NO TIME DURING THE BACKFILLING OPERATION SHALL DRIVEN EQUIPMENT BE ALLOWED TO OPERATE

SPILLWAY. BEDDING SHALL BE PROVIDED IN ACCORDANCE WITH DETAILS INDICATED ON THE CONSTRUCTION 

SCARIFY EMBANKMENTS PARALLEL WITH THE CENTERLINE OF THE DAM CORE AND PERPENDICULAR TO THE PRINCIPAL

ROLLER OR CLAW TO MINIMUM DEPTH OF TWO-INCHES PRIOR TO PLACING THE NEXT LIFT. THE APPLICANT SHALL

PIPE. FOR STORMWATER MANAGEMENT EMBANKMENTS, THE APPLICANT SHALL SCARIFY EACH LIFT WITH A SHEEPSFOOT

FILL AND BACKFILL MATERIALS MUST COMPLETELY FILL ALL SPACES UNDER AND ADJACENT TO THE STRUCTURE OR8.

OUTSIDE OF THIS RANGE IF APPROVED BY THE GEOTECHNICAL ENGINEER.

GENERALLY THE MATERIAL SHALL BE WITHIN TWO PERCENT OF THE OPTIMUM MOISTURE CONTENT BUT MAY BE 

DRY DENSITY. WHEN NECESSARY, ADD WATER OR DRY THE LAYER IN ORDER TO COMPACT TO THE REQUIRED DENSITY. 

MAXIMUM DRY DENSITY PER AASHTO T-180. COMPACT THE TOP ONE FOOT TO AT LEAST 97 PERCENT OF THE MAXIMUM 

COMPACT THE MATERIAL THAT IS ONE FOOT BELOW THE TOP OF SUBGRADE TO AT LEAST 92 PERCENT OF THE 7.

ADMINISTRATION (MSHA) STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS. 

REQUIREMENTS STATED IN CATEGORY 900 OF THE LATEST EDITION OF THE MARYLAND STATE HIGHWAY 

A PLASTICITY INDEX GREATER THAN SIX ACCORDING TO ASTM D-4318. ALL OTHER MATERIALS SHALL MEET THE 

DENSITY ACCORDING TO AASHTO T-180, METHOD C; AND SHALL NOT HAVE A LIQUID LIMIT GREATER THAN 30 NOR

OR OTHER DELETERIOUS MATERIALS; SHALL BE A MINIMUM OF 105 POUNDS PER CUBIC FOOT FOR THE MAXIMUM DRY

THAN ONE AND A HALF INCHES IN ANY DIMENSION, WASTE METAL PRODUCT, UNSIGHTLY DEBRIS, TOXIC MATERIAL,

ALL FILL AND/OR BACKFILL MATERIAL SHALL BE FREE FROM ORGANICS, FROZEN MATERIAL, ROCKS/STONES GREATER6.

REQUESTED BY THE CITY.

TO THE PLACEMENT OF GRADED AGGREGATE BASE (GAB). ALL OTHER CERTIFICATIONS SHALL BE PROVIDED AS 

TRENCHES. WHEN CONSTRUCTING NEW ROADWAY PAVEMENT THIS CERTIFICATION REPORT SHALL BE PROVIDED PRIOR 

BACKFILL, AND SUBGRADE OPERATIONS SUBJECT TO THIS PLAN AS DETAILED IN NOTE #1, INCLUDING UTILITY

FILL/BACKFILL PLACEMENT ARE IN CONFORMANCE WITH THIS PLAN. THE CERTIFICATION APPLIES TO ALL FILL, 

THE GEOTECHNICAL ENGINEER SHALL PROVIDE A REPORT THAT CERTIFIES THE SUBGRADE PREPARATION AND 5.

TESTING TO DETERMINE THAT FILL MATERIALS ARE IN CONFORMANCE WITH THIS PLAN. 

GEOTECHNICAL ENGINEER SHALL OBTAIN SAMPLES OF PROPOSED FILL MATERIALS AND PERFORM ALL REQUIRED 

THE GEOTECHNICAL ENGINEER SHALL APPROVE ALL FILL MATERIALS THAT ARE USED FOR THE PROJECT. THE 4.

DPW AT A LATER DATE AS AGREED UPON BY THE CITY. 

THE GEOTECHNICAL ENGINEER. THESE REPORTS SHALL BE COMPILED, REVIEWED, SEALED AND THEN SUBMITTED TO

INSPECTION REPORTS, IF REQUESTED BY THE CITY, CAN BE PROVIDED WITHOUT BEING IMMEDIATELY SEALED BY

ROCKVILLE DEPARTMENT OF PUBLIC WORKS (DPW) AND SHALL BE SEALED BY THE GEOTECHNICAL ENGINEER. DAILY 

ALL INSPECTIONS, TESTS, SUPPORTING DATA, REPORTS, AND CERTIFICATIONS SHALL BE PROVIDED TO THE CITY OF3.

DEFINED ABOVE OR THE GEOTECHNICAL ENGINEER WHO COMPLETED CERTAIN ASPECTS OF THE POND DESIGN. 

THE DESIGN PLANS. ANY REFERENCE TO THE GEOTECHNICAL ENGINEER SHALL BE THE GEOTECHNICAL ENGINEER AS

THE ENGINEER 378 STANDARD/SPECIFICATIONS SHALL BE THE PROFESSIONAL ENGINEER WHO STAMPED AND SEALED

SUPERSEDE THESE NOTES WHEN THESE NOTES ARE LESS STRINGENT OR IN CASE OF CONFLICT. ANY REFERENCE TO

ANY PLANS SUBJECT TO NRCS-MD POND CODE 378 STANDARDS/SPECIFICATIONS, AS SHOWN ON THE PLANS, SHALL 2.

THE GEOTECHNICAL ENGINEER AND SHALL BE AN INDEPENDENT FIRM FROM THE APPLICANT. 

FOR THE PURPOSES OF THESE NOTES AND ASSOCIATED APPROVED PLANS, THIS ENGINEER SHALL BE REFERRED TO AS

BE COMPLETED BY OR UNDER THE SUPERVISION OF A PROFESSIONAL ENGINEER LICENSED IN THE STATE OF MARYLAND.

WORK ASSOCIATED WITH A SEDIMENT CONTROL FACILITY, OR STORMWATER MANAGEMENT PRACTICE. THIS WORK SHALL

PRIVATE PROPERTY SUBJECT TO CITY EASEMENT FOR PUBLIC UTILITIES OR PUBLIC IMPROVEMENTS; AND/OR ANY 

WITH ANY WORK WITHIN A CITY RIGHT-OF-WAY, PRIVATE PROPERTY SUBJECT TO A PUBLIC ACCESS EASEMENT, OR

THE APPLICANT SHALL BE RESPONSIBLE FOR ALL SUBGRADE INSPECTION AND SOIL COMPACTION TESTING ASSOCIATED1. APPROVAL AND REPORTS ARE BEING COMPILED AND COMPLETED.

THE GAB PRIOR TO PLACEMENT OF ASPHALT. DPW MAY ACCEPT AN ORAL OR EMAIL APPROVAL WHILE THE FINAL 

SEALED BY THE GEOTECHNICAL ENGINEER. THE GEOTECHNICAL ENGINEER SHALL PROVIDE A SEALED APPROVAL OF

DPW MAT APPROVE AN ALTERNATE APPROACH FOR GAB REMEDIATION/IMPROVEMENT IF IT IS RECOMMENDED AND

UNDERCUTTING SOFT OF UNSUITABLE AREAS OF GAB AND REPLACING WITH COMPACTED GAB.B.

SCARIFYING, MOISTURE CONDITIONING, AND RE-COMPACTION OF THE GAB MATERIALS.A.

THE GEOTECHNICAL ENGINEER BY EITHER OF THE FOLLOWING METHODS:

REQUIRE REMEDIATION. GAB AREAS THAT FAIL PROOF-ROLLING SHALL BE REMEDIATED TO THE SATISFACTION OF 

SHALL INSPECT THE PROOF-ROLLING AND DETERMINE IF THE GAB IS ACCEPTABLE OR IF THERE ARE AREAS THAT 

LAYER USING A FULLY LOADED DUMP TRUCK (MINIMUM 20 TON PAYLOAD CAPACITY). THE GEOTECHNICAL ENGINEER

PRIOR TO THE PLACEMENT OF ASPHALT PAVEMENT, PROOF-ROLL THE COMPACTED GRADED AGGREGATE BASE (GAB) 18.

SPECIFIED OR AS DIRECTED BY THE GEOTECHNICAL ENGINEER.

WHEN PLACING FILL OVER EXISTING PAVEMENT, THOROUGHLY BREAK UP, SCARIFY, OR REMOVE THE PAVEMENT AS 17.

MEETS FILL REQUIREMENTS, COMPACT THIS MATERIAL ALONG WITH THE NEW EMBANKMENT MATERIAL.

ORIGINAL GROUND AND THE VERTICAL SIDES OF THE PREVIOUS CUTE. IF THE MATERIAL CUT FROM THE BENCHES 

MAINTAIN A BENCH WIDTH OF AT LEAST FIVE-FEET. BEGIN EACH HORIZONTAL CUT AT THE INTERSECTION OF THE

OR EMBANKMENT CENTERLINE. PERFORM THE BENCHING OPERATION AS THE EMBANKMENT IS CONSTRUCTED IN LAYERS.

BENCH THE SLOPES WHERE THE SLOPE IS STEEPER THAN 4:1 WHEN MEASURED AT RIGHT ANGELS TO THE ROADWAY

WHEN PLACING AND COMPACTING EMBANKMENT ON HILLSIDES OR AGAINST EXISTING EMBANKMENT, CONTINUOUSLY16.

GREATER THAN ONE AND A HALF INCHES IN ANY DIMENSION ADJACENT TO STRUCTURES.

SPECIALLY SELECTED MATERIAL ADJACENT TO STRUCTURES TO PROTECT AGAINST DAMAGE. DO NOT USE ROCK 

TRENCHES TO PREVENT UNDUE STRAIN OR MOVEMENT. THE GEOTECHNICAL ENGINEER MAY REQUIRE THE USE OF 

EMBANKMENT OR BACKFILL MATERIAL. EXERCISE CAUTION NEAR ARCHES, RETAINING WALLS, CULVERTS AND UTILITY

PROTECT ALL STRUCTURES AND UTILITIES FROM ANY DAMAGE IN THE HANDLING, PROCESSING OR COMPACTING OF15.

STRIPPED TO APPROVED GRADES AS DETERMINED BY THE GEOTECHNICAL ENGINEER.

UNSUITABLE EXISTING FILL, SOFT OR LOOSE NATURAL SOILS, ORGANIC MATERIAL, AND RUBBLE SHALL BE 14.

STABILIZATION NOTE:

THE APPROPRIATE REQUIREMENTS OF THE CURRENT MDE AND CITY STANDARDS AND SPECIFICATIONS. 

MAINTENANCE WILL BE PERFORMED, AS NECESSARY, TO ENSURE THAT THE STABILIZED AREAS CONTINUOUSLY MEET

UNDER ACTIVE GRADING.

SEVEN CALENDAR DAYS AS TO ALL OTHER DISTURBED OR GRADED AREAS ON THE DEVELOPMENT PROJECT NOT 

SLOPES, AND ALL SLOPES GREATER THAN 3 HORIZONTAL TO 1 VERTICAL (3:1).

THREE CALENDAR DAYS AS TO THE SURFACE OF ALL PERIMETER CONTROLS, DIKES, SWALES, DITCHES, PERIMETER

COMPLETED WITHIN:

FOLLOWING INITIAL SOIL DISTURBANCE OR RE-DISTRBANCE, PERMANENT OR TEMPORARY STABILIZATION WILL BE

STANDARD SEQUENCE OF CONSTRUCTION:

2

    TO STABILIZE PERMEABLE PAVEMENT AREAS AT THE END OF EACH WORK DAY.

22. NO CONSTRUCTION VEHICLES SHALL BE DRIVEN WITHIN THE FOOTPRINT OF THE PERMEABLE PAVEMENT. CONTRACTOR

GROUND.

ALL TRAP ELEVATIONS ARE RELATIVE TO THE OUTLET ELEVATION, WHICH MUST BE ON EXISTING UNDISTURBED 21.

IF DEEMED NECESSARY.

THE DPW SEDIMENT CONTROL INSPECTOR HAS THE OPTION OF REQUIRING ADDITIONAL SEDIMENT CONTROL MEASURES,20.

RUNOFF TO INLETS.

ALL INLET IN NON-SUMP AREAS SHALL HAVE ASHALT BERMS INSTALLED AT THE TIME OF BASE PAVING TO DIRECT19.

CONSTRUCTION. NO BUILDING MAY BE CONSTRUCTED WITHIN 20-FEET OF A SEDIMENT TRAP OR BASIN. 

SEDIMENT TRAPS OR BASINS ARE NOT PERMITTED WITHIN 20-FEET OF A BUILDING, WHICH EXISTS OR IS UNDER18.

OF A RAINFALL, AND (2) PROVIDE POSITIVE DRAINAGE AWAY FROM ALL BUILDING FOUNDATIONS OR OPENINGS.

DESIGNATED DRAINAGE COURSES AND SWALE FLOW AREAS WHICH MAY DRAIN AS LONG AS 48 HOURS AFTER THE END 

FROM STANDING ON THE SURFACE OF LAWNS MORE THAN 24 HOURS AFTER THE END OF A RAINFALL, EXCEPT IN 

FOR FINISHED GRADING, THE APPLICANT SHALL PROVIDE ADEQUATE GRADIENTS SO AS TO: (1) PREVENT WATER17.

SOIL EROSION AND SEDIMENT CONTROL.

SHALL BE PERFORMED IN ACCORDANCE WITH THE MOST CURRENT MARYLAND STANDARDS AND SPECIFICATIONS FOR

AND/OR SEDIMENT TRAPS. NO WATER WILL BE PUMPED TO THE STORM DRAIN SYSTEM OR SWALE. DE-WATERING

ALL WATER PUMPED FROM AN EXCAVATION DURING CONSTRUCTION SHALL BE PUMPED EITHER TO SEDIMENT TANKS16.

CONNECTED BY A DRAIN LINE TO AN ACCEPTABLE OUTLET. 

THE APPLICANT SHALL INSTALL A SPLASH BLOCK AT THE BOTTOM OF EACH DOWNSPOUT UNLESS THE DOWNSPOUT IS 15.

WITH VEGETATIVE STABILIZATION. 

COVER SPECIFIED FOR PERMANENT STABILIZATION. SLOPE GRADIENT STEEPER THAN 2:1 WILL NOT BE PERMITTED 

THAT THOSE AREAS ARE INDICATED ON THE EROSION AND SEDIMENT CONTROL PLAN WITH A LOW-MAINTENANCE GROUND

AREAS. A SLOPE GRADIENT OF UP TO 2:1 WILL BE PERMITTED IN AREAS THAT ARE NOT TO BE MAINTAINED PROVIDED

NO PERMANENT CUT OR FILL SLOPE WITH A GRADIENT STEEPER THAN 3:1 WILL BE PERMITTED IN LAWN MAINTENANCE14.

TO THE PERMANENT CONFIGURATION WITHIN THIS TIME PERIOD AS WELL.

REQUIRED. STORMWATER MANAGEMENT STRUCTURES USED TEMPORARILY FOR SEDIMENT CONTROL SHALL BE CONVERTED 

IS NOT FULL AND UNIFORM AS DETERMINED BY THE DPW SEDIMENT CONTROL INSPECTOR, OVERSEEDING WILL BE 

FOLLOWING ESTABLISHMENT OF PERMANENT STABILIZATION IN ALL CONTRIBUTORY DRAINAGE AREAS. IF ESTABLISHMENT

TEMPORARY SEDIMENT CONTROL DEVICES SHALL BE REMOVED, WITH PERMISSION OF DPW, WITHIN 30 CALENDAR DAYS13.

APPROVED EROSION CONTROL MATTING OR BY OTHER APPROVED STABILIZATION MEASURES. 

PERMANENT SWALES OR OTHER POINTS OF CONCENTRATED WATER FLOW SHALL BE STABILIZED WITH SOD OR SEED WITH12.

AT POINTS OF CONCENTRATED FLOW WHERE EROSION IS LIKELY TO OCCUR.

REMOVED AND FINAL GRADING DONE TO PROMOTE SHEET FLOW DRAINAGE. MECHANICAL DEVICES MUST BE PROVIDED

SLOPES UNTIL THE SLOPE AND DRAINAGE AREA TO IT ARE FULLY STABILIZED, AT WHICH TIME THEY MUST BE 

DOWNSLOPE WITHOUT CAUSING EROSION. DIKES SHALL BE INSTALLED AND MAINTAINED AT THE TOP OF CUT OR FILL

DRAINAGE FLOWS FROM TRAVERSING THE SLOPES OR BY INSTALLING MECHANICAL DEVICES TO LOWER THE WATER 

SURFACE DRAINAGE FLOWS OVER UNSTABILIZED CUT AND FILL SLOPES SHALL BE CONTROLLED BY EITHER PREVENTING11.

THE CITY OF ROCKVILLE. 

REQUIRED TEST REPORTS SHALL BE AVAILABLE, AT THE SITE FOR INSPECTION BY DULY AUTHORIZED OFFICIALS OF 

THE SITE WORK, MATERIALS, APPROVED SEDIMENT CONTROL AND STORMWATER MANAGEMENT PLANS, AND ANY10.

PERMANENT STABILIZATION OF SUCH PROPERTY SHALL BE COMPLETED PRIOR TO THE FOLLOWING APRIL 15.

APPROVED TEMPORARY SEED AND STRAW ANCHORED MULCH SHALL BE APPLIED TO DISTURBED AREAS. THE FINAL 

THE MONTHS OF NOVEMBER THROUGH FEBRUARY, AND PERMANENT STABILIZATION IS FOUND TO BE IMPRACTICAL, 

WITHIN SEVEN (7) CALENDAR DAYS OF ESTABLISHMENT. WHEN PROPERTY IS BROUGHT TO FINISHED GRADE DURING 

DRAINAGE. AREAS BROUGHT TO FINISHED GRADE DURING THE SEEDING SEASON SHALL BE PERMANENTLY STABILIZED 

APPROVED ANCHORED MULCH. WOOD FIBER MULCH MAY ONLY BE USED IN SEEDING SEASON TO PROMOTE SHEET FLOW 

DISTURBED AREA USING SOD OR AN APPROVED PERMANENT SEED MIXTURE WITH REQUIRED SOIL AMENDMENTS AND AN 

PRIOR TO REMOVAL OF SEDIMENT CONTROL MEASURES, THE APPLICANT SHALL STABILIZE ALL CONTRIBUTORY9.

METHODS. 

THROUGH THE APPLICATION OF SOD, SEED, AND ANCHORED STRAW MULCH, OR OTHER APPROVED STABILIZATION 

INSPECTOR. STOCKPILES, WHICH HAVE NOT BEEN USED FOR SEVEN (7) CALENDAR DATES SHALL BE STABILIZED 

CONSTRUCTION VEHICLES WITHIN A SITE) MAY BE REQUIRED TO BE STABILIZED AT THE DIRECTION OF THE 

STABILIZATION. OTHER ACTIVE CONSTRUCTION AREAS THAT ARE NOT BEING ACTIVELY GRADED (I.E. ROUTES FOR 

ACTIVITIES HAVE CEASED ON THAT AREA. MAINTENANCE SHALL BE PERFORMED AS NECESSARY TO ENSURE CONTINUED 

MEASURES TO ALL DISTURBED AREAS WITHIN SEVEN (7) CALENDAR DAYS AFTER STRIPPING AND GRADING 

THE APPLICANT SHALL APPLY SOD, SEED AND ANCHORED STRAW MULCH, OR OTHER APPROVED STABILIZATION8.

REQUIRED, IF NECESSARY. 

BE PERFORMED AS NECESSARY TO ENSURE CONTINUED STABILIZATION. RESTABILIZATION OR OVERSEEDING WILL BE

THE PERIMETER SEDIMENT CONTROL SYSTEM MUST BE MINIMIZED AND STABILIZED IMMEDIATELY. MAINTENANCE MUST 

STABILIZATION MEASURES, WITHIN SEVEN CALENDAR DAYS OF ESTABLISHMENT. ALL AREAS DISTURBED OUTSIDE OF 

EQUAL TO 3:1 SHALL BE STABILIZED WITH SOD, SEED AND ANCHORED STRAW MULCH OR OTHER APPROVED 

ALL SEDIMENT BASINS, TRAP EMBANKMENTS, SWALES, PERIMETER DIKES AND PERMANENT SLOPES STEEPER OR7.

FROM THE DPW SEDIMENT CONTROL INSPECTOR.

EROSION AND SEDIMENT CONTROL MEASURES UNTIL SUCH TIME AS THEY ARE REMOVED WITH PRIOR PERMISSION

THE APPLICANT SHALL INSPECT DAILY AND MAINTAIN CONTINUOUSLY IN EFFECTIVE OPERATING CONDITION ALL6.

THOROUGHFARE(S) SHALL BE REMOVED IMMEDIATELY.

OF MATERIALS ONTO TRAVERSED PUBLIC THOROUGHFARE(S). ALL MATERIALS DEPOSITED ONTO PUBLIC 

THE APPLICANT SHALL PROTECT ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS TO PREVENT THE DESPOSITION5.

CHANGES WILL REQUIRE A PLAN REVISION.

SUBMITTED TO THE DPW SEDIMENT CONTROL INSPECTOR AND APPROVED BEFORE IMPLEMENTING CHANGES. MAJOR

ANY REQUEST FOR CHANGES TO THE APPROVED SEDIMENT CONTROL PLAN OR SEQUENCE OF CONSTRUCTION MUST BE4.

PRIOR PERMISSION FROM DPW. 

SEDIMENT CONTROL DEVICES AND SHALL NOT REMOVE ANY EROSION OR SEDIMENT CONTROL MEASURES WITHOUT 

OTHER LAND DISTURBANCES, SHALL ENSURE THAT ALL RUNOFF FROM DISTURBED AREAS IS DIRECTED TO THE 

CONSTRUCTION SEQUENCE, SHALL HAVE THEM INSPECTED AND APPROVED BY DPW PRIOR TO BEGINNING ANY 

THE APPLICANT SHALL CONSTRUCT ALL EROSION AND SEDIMENT CONTROL MEASURES PER THE APPROVED PLAN AND 3.

FOR SOIL EROSION AND SEDIMENT CONTROL".

PUBLISHED STANDARDS AND SPECIFICATIONS AND THE MOST CURRENT "MARYLAND STANDARDS AND SPECIFICATIONS 

ALL EROSION CONTROL MEASURES ARE TO BE CONSTRUCTED AND MAINTAINED IN ACCORDANCE WITH APPLICABLE 2.

PRIOR TO FINAL ACCEPTANCE. E.

PRIOR TO REMOVAL OR MODIFICATION OF ANY SEDIMENT CONTROL DEVICES.D.

COMMENCING CONSTRUCTION IS MANDATORY. 

REQUIRED INSPECTION POINTS (SEE INSPECTION CHECKLIST ON PLAN). NOTIFICATION PRIOR TO 

DURING THE INSTALLATIONS OF SEDIMENT BASIN OR STORMWATER MANAGEMENT STRUCTURE AT THE C.

DISTURBING ACTIVITY.

FOLLOWING INSTALLATION OF SEDIMENT CONTROL MEASURES AND PRIOR TO ANY OTHER LAND B. 

AT THE REQUIRED PRECONSTRUCTION MEETINGS.A. 

WORKS (DPW) AT THE FOLLOWING POINTS:

THE APPLICANT MUST OBTAIN INSPECTION AND APPROVAL BY THE CITY OF ROCKVILLE DEPARTMENT OF PUBLIC1.

EROSION AND SEDIMENT CONTROL NOTES: (NOV 2016)

GEOTECHNICAL NOTES: (NOV 2016)

S.H.D.

I.L.T.

I.L.T.

N.T.S.

NOTES AND DETAILS

EROSION AND SEDIMENT CONTROL 

AREAS DISTURBED BY THEIR REMOVAL. 

WITH THE CITY'S SC INSPECTOR'S PERMISSION, REMOVE THE SEDIMENT CONTROL MEASURES AND STABILIZE THE 

COMPLY WITH ALL REQUIREMENTS OF THE FORESTRY PERMIT, AS APPLICABLE. ONCE THE SITE IS STABILIZED AND8.

FINE GRADE AND TOPSOIL PER STANDARDS AND SPECIFICATIONS FOR TOPSOILING ON THIS PLAN.7.

BEGIN CONSTRUCTION. 6.

DISTURBANCE.

BEGIN GRUBBING AND ROUGH GRADING. ALL DIRT AND MATERIALS MUST BE STORED WITHIN THE LIMITS OF5.

MDE AND CITY OF ROCKVILLE REGULATIONS.

SEDIMENT CONTROL AND TREE PROTECTION DEVICES WILL BE MAINTAINED IN ACCORDANCE WITH ALL APPLICABLE 4.

INSTALLED. 

PERMITTED UNTIL THE SC INSPECTOR CONFIRMS THAT ALL REQUIRED SEDIMENT CONTROL MEASURES ARE PROPERLY

WITH THE CITY SC INSPECTOR'S PERMISSION INSTALL SEDIMENT CONTROL MEASURES. NO FURTHER ACTIVITY IS3.

AND PERMISSION TO PROCEED. 

MEASURES AND INSTALL TREE SAVE FENCE. CLEAR TREES AND CALL THE FORESTRY INSPECTOR FOR INSPECTION 

WHEN APPLICABLE AND WITH THE FORESTRY INSPECTOR'S PERMISSION, PERFORM TREE IMPACT MITIGATION 2.

THE PERMITTEE AND CONTRACTOR MUST ALSO BE PRESENT AT THE PRE-CONSTRUCTION MEETINGE.

FORESTRY INSPECTOR AS LISTED ON PERMITD.

C.   CITY STORMWATER MANAGEMENT INSPECTOR AS LISTED ON PERMIT

CITY PROJECT INSPECTOR AS LISTED ON PERMITB.

CITY SEDIMENT CONTROL (SC) INSPECTOR AS LISTED ON PERMITA.

PRE-CONSTRUCTION MEETING:

MEETING. THE PERMITTEE SHALL CONTACT THE FOLLOWING WITH A MINIMUM OF 48 HOURS NOTICE TO SCHEDULE THE 

THE SPECIFIC PROJECT SEQUENCE WILL BE DISCUSSED AT THE PRE-CONSTRUCTION 

DISTURBANCE ACTIVITY. THE LOD SHALL BE STAKED OUT PRIOR TO HOLDING THE PRE-CONSTRUCTION MEETING.

THE DEPARTMENT OF PUBLIC WORKS (DPW) AND THE FORESTRY INSPECTOR BEFORE COMMENCING ANY LAND

THE PERMITTEE MUST HOLD A PRE-CONSTRUCTION MEETING AT THE SITE WITH AUTHORIZED REPRESENTATIVES OF 1.

ISA CERTIFIED ARBORIST AND A MD LICENSED TREE EXPERT.

ALL TREE REMOVAL AND TREE IMPACT MITIGATION MEASURES MUST BE PERFORMED BY A CONTRACTOR WHO IS BOTH AN 

DISCUSSED AT THE PRE-CONSTRUCTION MEETING. 

STORMWATER MANAGEMENT INSPECTIONS AND SUBMISSION OF AS-BUILT DRAWINGS, INCLUDING MATERIALS TICKETS MUST BE 

MEASURES, AND LIMITS OF DISTURBANCE MUST BE MARKED PRIOR TO THE PRE-CONSTRUCTION MEETING. REQUIREMENTS FOR 

THE PERMITTEE MUST CONTACT MISS UTILITY AT 1-800-257-7777 FOR MARKING OF UTILITIES. UTILITIES, TREE PROTECTION
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5'

2% MAX CROSS SLOPE

PLAIN CONCRETE SIDEWALK SECTION

SUBGRADE

COMPACTED

A

B

DETAIL LEGEND

A

B

C

D

4" CONCRETE SIDEWALK

2%

EX. TRAVEL LANE

2% MAX.

4:1.

2%

5' SIDEWALK

1'

VARIESVARIES

LIMITS OF EXCAVATION

9" PLAIN CONCRETE

6"

1' MIN.

SHALL BE INCIDENTAL TO CURB AND GUTTER REPLACEMENT

2" HMA AND VARIABLE DEPTH CONCRETE FOR SLOT BACKFILL1.

CURB AND GUTTER REPLACEMENT NOTES:

(MC-100.01)

CURB AND GUTTER

STANDARD TYPE 'A'

MONTGOMERY COUNTY

D

PAVEMENT

EXISTING

SAWCUT

FULL-DEPTH

B

VARIABLE DEPTH CONCRETE

2" HMA

6" BASE COURSE USING GRADED

AGGREGATE (COST INCIDENTAL TO 

PRICE FOR CURB & GUTTER)

7' 5' 2'

2% MAX

PATH

WALKING

NOTE: 

OF ROCKVILLE STANDARD NO. CM-1.1, ON SHEET 8

SEE DETAIL B - DRIVEWAY APRON WITH BUFFER CITY1.

SUBGRADE

COMPACTED

FULL DEPTH SAWCUT

10% MAXIMUM

SLOPE VARIES,

C

POTOMAC VALLEY ROAD

EDGE OF ROADWAY,

TIE INTO EXISTING DRIVEWAY

10% MAXIMUM

SLOPE VARIES,

POTOMAC VALLEY ROAD
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FLEXIBLE 
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E
4-6" BASE COURSE USING GRADED

AGGREGATE 

F 2" PORIOUS FLEXIBLE PAVEMENT

PERVIOUS SIDEWALK NOTES:

4" ON CENTER, AND 90°AROUND PIPE.

RETAINING WALL UNDERDRAIN AND OVERDRAIN PERFORATIONS SHALL BE 3/8" DIAMETER,7.

OVERDRAIN, AT BENDS GREATER THAN 45°, AND AT A MAXIMUM OF 200 FEET SPACING BETWEEN. 

IN SIDEWALK CONCRETE. CLEANOUTS SHALL BE PLACED AT THE UPSTREAM END OF THE

CONTRACTOR SHALL INSTALL 4" CLEANOUTS FOR OVERDRAIN, WITH FLUSH CAP SET6.

APPENDIX B-4., PERMEABLE PAVEMENT SPECIFICATIONS FROM MONTGOMERY COUNTY DPS.

CONSTRUCTION SPECIFICATIONS SHALL MEET MDE STORMWATER DESIGN MANUAL 5.

AGGREGATE. SEE LONGITUDINAL SECTION ABOVE. 

MIX NO. 3) AND STEPS SHALL BE INSTALLED AT 28 INCHES MAXIMUM DEPTH OF

16 INCHES MINIMUM DEPTH OF AGGREGATE. CHECK DAM (PORTLAND CEMENT CONCRETE

SUBGRADE BOTTOM MUST BE LEVEL. INSTALL STEPS AS NEEDED TO MAINTAIN MINIMUM 4.

CONCRETE AND TOP OF OVERDRAIN PIPE.

TOP OF SIDEWALK TO TOP OF OVERDRAIN PIPE. 6" MINIMUM BETWEEN BOTTOM OF SIDEWALK

6" MIN. OF STONE IS REQUIRED BELOW OVERDRAIN PIPE. 12" MINIMUM COVER FROM 3.

CONCRETE JOINTS TO BE INSTALLED EVERY 8' MINIMUM.2.

CONTRACTOR SHALL INSTALL PERVIOUS CONCRETE SIDEWALK PER SPECIFICATIONS.1.

PERVIOUS CONCRETE SIDEWALK

SUBGRADE

UNDISTURBED

SUBGRADE

UNDISTURBED

12"

5' SIDEWALK

PVC OVERDRAIN

4" PERFORATED

6
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I

G
C

I

CHECK DAM

CONCRETE 

EXISTING GROUND

J

PVC OVERDRAIN

4" PERFORATED

EXISTING GROUND

(BOTH SIDES)

GEOTEXTILE FILTER FABRIC

PERMEABLE NON-WOVEN

CHECK DAM

PVC THROUGH

3'SOLID 

G 4" PERVIOUS CONCRETE

H 16" MIN. NO. 2 STONE

I

J

CURB AND GUTTER)

(FOR SLOT BACKFILL, INCIDENTAL TO

19.0MM FOR BASE, PG 64-22, LEVEL 2

VARIABLE DEPTH HMA SUPERPAVE, 

CONCRETE SAND

6" ASTM C-33 FINE AGGREGATE

& DETAILS

TYPICAL SECTIONS 3

SCALE

NOT TO

E

F
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MONTGOMERY COUNTY STANDARD NO. MC-102.01

DETAIL A - DEPRESSED CURB ENTRANCE

STANDARD NO. MD 655.11

DETAIL E -  SIDEWALK RAMPS PERPENDICULAR

STANDARD NO. MD 655.13

DETAIL F - SIDEWALK RAMPS COMBINATION

4
DETAILS PLAN

STANDARD 

MONTGOMERY COUNTY STANDARD NO. MC-100.01

CONCRETE CURB & GUTTER

DETAIL B - TYPE 'A' COMBINATION

CITY OF ROCKVILLE STANDARD NO. SF-1.1

DRIVEWAY APRON WITH BUFFER

DETAIL G - SINGLE FAMILY/TOWNHOUSE

CITY OF ROCKVILLE STANDARD NO. SF-1.2

DRIVEWAY APRON WITH BUFFER

DETAIL H - SINGLE FAMILY/TOWNHOUSE

CITY OF ROCKVILLE STANDARD NO. CM-1.2

DRIVEWAY APRON WITH BUFFER

DETAIL D - COMMERCIAL/ MIXED-USE

CITY OF ROCKVILLE STANDARD NO. CM-1.1

DRIVEWAY APRON WITH BUFFER

DETAIL C - COMMERCIAL/ MIXED-USE

SCALE

NOT TO

TO BE 2' WIDE AT THE CURB. 

SIDE FLARES FOR THIS PROJECT HAVE BEEN DESIGNED 2.

PATH, THE SLOPE MAY BE GREATER THAN 12:1

WHEN SIDE FLARE IS NOT PART OF THE WALKING1.

NOTE: 
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NORTH EAST
STATION BEARING

COORDINATES

B OF CONSTRUCTION

DESCR.

POINT

L

S 31°44'27.63" E

N 46°00'33.86" E

S 47°03'58.04" E

16+71.25

13+00.52

12+78.71

12+33.20

12+09.42

8+90.01

4+18.13

2+64.23

0+00.00

P.O.T.

P.T.

P.R.C.

P.R.C.

P.C.

P.T.

P.R.C.

P.C.

P.O.T.

512,649.6224

512,634.5655

512,626.1739

512,625.7931

512,633.8011

512,620.0347

512,907.4649

513,052.9980

513,277.7051

1,267,516.0465

1,267,145.6288

1,267,126.0110

1,267,084.7403

1,267,063.0127

1,266,743.8926

1,266,431.2150

1,266,386.5973

1,266,247.5931

POTOMAC VALLEY ROAD

S  2°20'53.07" E

N 87°31'47.56" E

N 87°40'20.29" E

DELTACURVE RADIUSDc TANGENT LENGTH EXTERNAL

30.00'

30.00'

30.00'

300.00'

300.00'

190°59'09.4"

190°59'09.4"

190°59'09.4"

 19°05'54.9"

19°05'54.9"

41°39'46.4" RT.

86°55'27.5" LT.

45°24'14.4" RT.

90°07'19.4" LT.

29°23'34.6" RT.

11.41'

28.43'

12.55'

300.64'

78.68'

21.81'

45.51'

23.77'

471.88'

153.90'

2.10'

11.33'

2.52'

124.72'

10.15'

CURVE DATA

C-5

C-4

C-3

C-2

C-1

T
O
 M

A
R

Y
L
A

N
D
 A

V
E

TO NEW MARK ESPLANADE

POTOMAC VALLEY ROAD

N 87°40'20.29" E

S
 
3
1
°
4
4
'
2
7
.
6
3
"
 
E

N 87°31'47.56" E

C
-
1

C-2

C-3

C-4

C-5

CONTROL TRAVERSE

POINT NO.
NORTH EAST

COORDINATES

TRAV. PT WM 5

TRAV. PT WM 4

TRAV. PT WM 3

TRAV. PT WM 2

TRAV. PT WM 1

TRAV. PT 9192E

512,668.51

512,654.41

512,643.69

512,690.50

513,129.01

513,336.04

1,267,457.09

1,267,030.45

1,266,785.59

1,266,502.17

1,266,363.32

1,266,159.76

19192E

WM1

WM2

WM3 WM4
WM5

CONSTRUCTION STAKEOUT

GEOMETRIC LAYOUT & 

1"=50'
5
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RELOCATE GUY WIRE

SIDEWALK
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IN ALL DIRECTIONS. 

SLOPE FOR LANDING AREA SHALL BE 48:1 MAXIMUM4.

OTHERWISE NOTED. 

SIDEWALK WIDTH SHALL BE 5' MINIMUM, UNLESS 3.

THE CURB RAMPS.

MARKINGS SHALL ENCLOSE THE ENTIRE WIDTH OF 

CURB RAMPS, AND THE EDGE OF PROPOSED CROSSWALK

CROSSWALK SHALL BE ALIGNED WITH THE PROPOSED2.

STABILIZED BY THE END OF EACH WORK DAY.

STONE. NO AREA SHALL BE DISTRUBED THAT CANNOT BE

STABILIZED BY THE END OF EACH WORK DAY USING NO. 57

ALL DISTURBED AREA, AS SHOWN ON THE PLANS, SHALL BE1.

NOTES:

UTILITIES

1 EA. RELOCATE GUY WIRE

18 L.F.

35 L.F.

TYPE 'A' CURB - ANY HEIGHT

DEPRESSED CURB ENTRANCE (MC-102.01)

16 S.F.

187 S.F.

1085 S.F.

284 S.F.

235 S.F.

DETECTABLE WARNING SURFACE

SINGLE FAMILY/TOWNHOUSE DRIVEWAY APRON WITH BUFFER (SF-1.1) 

PERVIOUS CONCRETE SIDEWALK

POROUS FLEXIBLE PAVING 

4" CONCRETE SIDEWALK
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PROPOSED DETECTABLE WARNING SURFACE
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POTOMAC VALLEY RD

25' SIDEWALK

PROP. 5'

EX. SIDEWALK

CIVIL PLAN

SIDEWALK

NOTES:

+37 +43 TIMES.

TO PRESERVE FULL ACCESS TO THE FACILITY AT ALL

THE DRIVEWAY MUST BE CONSTRUCTED IN TWO PHASES 5.

IN ALL DIRECTIONS. 

SLOPE FOR LANDING AREA SHALL BE 48:1 MAXIMUM4.

OTHERWISE NOTED. 

SIDEWALK WIDTH SHALL BE 5' MINIMUM, UNLESS 3.

THE CURB RAMPS.

MARKINGS SHALL ENCLOSE THE ENTIRE WIDTH OF 

CURB RAMPS, AND THE EDGE OF PROPOSED CROSSWALK

CROSSWALK SHALL BE ALIGNED WITH THE PROPOSED2.

STABILIZED BY THE END OF EACH WORK DAY.

STONE. NO AREA SHALL BE DISTRUBED THAT CANNOT BE

STABILIZED BY THE END OF EACH WORK DAY USING NO. 57

ALL DISTURBED AREA, AS SHOWN ON THE PLANS, SHALL BE1.
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COMMERCIAL/ MIXED-USE DRIVEWAY APRON WITH BUFFER (CM-1.1)

POROUS FLEXIBLE PAVEMENT

4" CONCRETE SIDEWALK

528 S.F.

64 S.F.

1560 S.F.

DEPRESSED CURB ENTRANCE (MC-102.01)

STANDARD TYPE 'A' CURB & GUTTER (MC-100.01)

33 L.F.

24 L.F.

CURB AND GUTTER

LANDSCAPING

2 EA. TREE REMOVAL

ADJUST EXISTING HANDBOX2 EA.

INLET TOP

EXISTING 

ADJUST 

HANDBOX

EXISTING 

ADJUST 

INLET TOP

EXISTING 

ADJUST 

ADJUST EXISTING HANDBOX

UTILITIES

1 EA.

DRAINAGE



OF

SHEETSCALE

DATE SUBMITTED:

NO.

FILE #

          

SIDEWALK EXTENSION

8
IFB XX-XX

DATEP.E. INITIALNO. DESCRIPTION OF REVISION DATEDPW

APPROVAL OF REVISIONS AFTER INTIAL PLAN APPROVAL

 BEFORE BEGINNING CONSTRUCTION

CONTACT

"MISS UTILITY"
AT

1-800-257-7777

AT LEAST 48 HOURS

PRIOR TO EXCAVATION

OR 811

WWW.MISSUTILITY.NET
OR

POTOMAC VALLEY ROAD

ROCKVILLE
CITY OF

DEPARTMENT OF PUBLIC WORKS

111 MARYLAND AVE.       ROCKVILLE, MARYLAND

SCP#PWK#

AS BUILT PLAN APPROVAL

XXXX-XXXXXXXXX-XXXXX

XXXX-XXXXXSMP#

DESIGN PLAN APPROVAL

DIRECTOR OF PUBLIC WORKS CHIEF, CONSTRUCTION MANAGEMENT APPROVAL DATEAPPROVAL DATE XX

REVIEWED BY

Election District No. (4 or 9) City of Rockville, Maryland

SEPTEMBER 2023

425
426

427

428

4
3
0

43
0

430 430

431

431
431
432

432

432

43
2

433

433

43
3

4
3
4

434

4
3
4

435

435

43
5

435

WM5

W

13 14 15 16 1616

+50 +50 +50 +50

P
.

R
.

C
.
 
S
T

A
.
 
1
2
+
7
8
.
7
1

P
.
T
.
 
S
T

A
.
 
1
3
+
0
0
.
5
2

P
.

O
.
T
.
 
S
T

A
.
 
1
6
+
7
1
.
2
5

+50

LEGEND

PROPOSED TOE OF FILL

PROPOSED TOP OF CUT

LIMIT OF DISTURBANCE

EXISTING CURB AND GUTTER

PROPOSED CURB AND GUTTER

REMOVAL OF PAVEMENT

PROPOSED DETECTABLE WARNING SURFACE

POROUS FLEXIBLE PAVEMENT

PERVIOUS CONCRETE SIDEWALK

COMMERCIAL/MIXED-USE DRIVEWAY APRON 

PROPOSED FULL DEPTH RECONSTRUCTION

4" CONCRETE SIDEWALK

N

E
 
1
2
6
7
2
0
0

N 512750

E
 
1
2
6
7
4
0
0

N 512750

E
 
1
2
6
7
4
0
0

N 512550

SIDEWALK

PROP. 5'

E
X
.
 

S
I

D
E

W
A

L
K

POTOMAC VALLEY RD

N
E

W
 

M
A

R
K

E
T
 
E
S
P
L

CIVIL PLAN

IN ALL DIRECTIONS. 

SLOPE FOR LANDING AREA SHALL BE 48:1 MAXIMUM4.

OTHERWISE NOTED. 

SIDEWALK WIDTH SHALL BE 5' MINIMUM, UNLESS 3.

THE CURB RAMPS.

MARKINGS SHALL ENCLOSE THE ENTIRE WIDTH OF 

CURB RAMPS, AND THE EDGE OF PROPOSED CROSSWALK

CROSSWALK SHALL BE ALIGNED WITH THE PROPOSED2.

STABILIZED BY THE END OF EACH WORK DAY.

STONE. NO AREA SHALL BE DISTRUBED THAT CANNOT BE

STABILIZED BY THE END OF EACH WORK DAY USING NO. 57

ALL DISTURBED AREA, AS SHOWN ON THE PLANS, SHALL BE1.

NOTES:

+23

+41

+24

+38

Þ OF CONSTRUCTION

AND ON GRADE

IN LINESIDEWALK 

TIE-IN TO EX.

1"=20'
8

5
'

3
'

M
A
T
C

H
 

L
IN

E
 
S
T
A
. 
12

+
5
0
 
-
 
S
E
E
 
S

H
E
E
T
 
7

1
0
'

R

R
4
3
'

5
'

3
'

4'

SIDEWALK

DETECTABLE WARNING SURFACE

POROUS FLEXIBLE PAVEMENT

4" CONCRETE SIDEWALK

40 S.F. 

1878 S.F.

289 S.F.

CURB AND GUTTER

HANDBOX

EXISTING 

ADJUST 

UTILITIES

1 EA. ADJUST EXISTING HANDBOX

TYPE 'A' CURB - ANY HEIGHT

DEPRESSED CURB ENTRANCE (MC-102.01)

STANDARD TYPE 'A' CURB & GUTTER (MC-100.01)

36 L.F.

32 L.F.

11 L.F.



VALLEY RD
POTOMAC 

SITE

PROPERTY INFORMATION

THE ENTIRE PROJECT AREA IS WITHIN CITY OF ROCKVILLE RIGHT-OF-WAY

GROSS TRACT AREA 0.34

ROCKVILLE
CITY OF

DEPARTMENT OF PUBLIC WORKS

OF

SHEETSCALE

111 MARYLAND AVE.       ROCKVILLE, MARYLAND

SCP#PWK#

AS BUILT PLAN APPROVAL

CHIEF, CONSTRUCTION MANAGEMENT

DATE SUBMITTED:

NO.

DESIGNED

DRAFTED

CHECKED

FILE #

          

City of Rockville, Maryland
PLAN APPROVAL DATE

DIRECTOR OF PUBLIC WORKS

CIP#SMP#

DESIGN PLAN APPROVAL

PLAN APPROVAL DATE

SIDEWALK EXTENSION

04
IFB XX-XX

DATEP.E. INITIALNO. DESCRIPTION OF REVISION DATEDPW

APPROVAL OF REVISIONS AFTER INTIAL PLAN APPROVAL

 BEFORE BEGINNING CONSTRUCTION

CONTACT

"MISS UTILITY"
AT

1-800-257-7777

AT LEAST 48 HOURS

PRIOR TO EXCAVATION

OR 811

WWW.MISSUTILITY.NET
OR

POTOMAC VALLEY ROAD AUGUST 2023
JG

JG

MM

1 01 N orth Charles St. Ste. 500

Baltim ore, M aryland 21201

Phone:      410.528.8395

Fax:         410.528.8425

FLOURA TEETER
landscape architects

0

D
R
IV

E

F
E
A
T
H
E
R

R
IT

C
H
F
IE

L
D
 C

T

K
IR

K
F
IE

L
D
 C

T

PAULSBORO DR

WOOTTON

T
O

W
E

R

B
O

U
L
E

V
A

R
D

O
A

K
S

H
U

R
L
E

Y

N
O

R
T
H
C
LIF

F
E
 D

R

G
O

R
M

L
E
Y
 D

R

M
O

N
E
T
 D

R

WANDERING TRAIL DR

C
AR

TER

H
A

R
R
IN

G
T

O
N

P
A

R
K

W
A

Y

MIDDLE
EAST

W
A

Y
C

O
M

M
O

N
S

C
T

C
IR

C
LE

B
O

U
L
D
E
R
C
R
E
S
T

SNOWMOUND

DRIVE

AVENUE

F
O

R
E

S
T
 A

V
E

BASILDON

N
E

W
T
O

N
 D

R

WAY

BASILDON

CIRCLE

R
O

A
D

S
T
E

V
E

N
A

G
E

WAY

S
T

R
E

E
T

W
A

S
H
IN

G
T

O
N

PARKWAY

L
Y

N
F
IE

L
D

R
IT

C
H
IE

GERARD

DEFOE ST

NEW MARK ESP
LANADE

CIRCLE

GERARD C
T

G
R
E
E
N
P
LA

C
E
 T

E
R
R

BLUE M
EADOW 

RD

G
L

A
S

T
O

N
B

E
R

R
Y
 R

D

S
T

R
E

E
T

H
O

R
N
E
R
S

T
A

Y
L

O
R

S
T

R
E

E
T

ANITA

J
O

S
E

P
H
 S

T
R

E
E

T

BIG
 TREE

CLIFF HILL

RO
AD

189

W
IL

L
A

M
S

T
H

O
M

A
S

R
O

A
D

AVENUE

AVENUE

ANDERSON

U
P

T
O

N
 S

T
R

E
E

T

L
U

C
K
E
T
T
 S

T
R

E
E
T

STREETHARRISON

S
T

R
E

E
T

S
T

R
E

E
T

WAY

ROSE

PETAL

A
U

T
U

M
N

W
IN

D

W
A
Y

BENT PINE CT

SC
O
TVI

EW
 C

T

J
A

M
E

S
 S

P
R
IN

G
 C

T

A
V

E
N

U
E

D
E

N
H

A
M
 R

D

TEMPLAR CT

D
E

V
O

N

DRIVE

AINTREE

A
IN

T
R

E
E
 D

R
IV

E

BENHAM CT

N
O

R
B
E

C
K
 R

D

C
R

E
S
T

V
IE

W
 D

R

H
E
A
TH

S
TO

N
E

SAD
D
LE
 L

N

P
L
A
C
E

P
A
C

A

F
LE

E
T

D
R
IV

E

M
O

N
T

G
O

M
E

R
Y

S
T
R

E
E
T

D
O

D
G

E

AVENUE

28

S
T

R
E

E
T

C
H

A
R

L
E

S

SUNRISE DR

BLU
EBER

R
Y 

R
ID

G
E 

C
O

U
R
T

B
R
IC

E

ROAD

B
R
IC

E

V
A

S
H
IL

A

L
A

N
E

R
O

A
D

P
A

R
K

W
A

Y

C
R

O
T

H
E

R
S

LANE

CROTHERS

P
A
R

K
W

A
Y

FARSTA

S
P
R
IN

G

BARCLAY

STREET

W
A

Y

PARKWAY

WOOD LANE

AVENUE

H
O

S
T

A

R/W

MARCUS

TEGNER

T
E

G
N

E
R
 W

A
Y

FARSTA

GRANDIN

BALT
IM

ORE

ESPLANADE
MARK

EDMONSTON D
R

F
A
L
L
S

189

LANE

HILL

HECTIC

CRESTVIEW

28

ROADROBERT

S
T

R
E

E
T

F
IR

S
T

ROAD

BALTIMORE

MAPLE

PEBBLE

D
R
IV

E

S
K

Y
 R
ID

G
E
 C

T

H
E

N
S

L
O

W
E
 D

R

CIRCLE

TAPIOLA

AVENUE

CT

GREENPLACE

T
E

R
R

A
C

E

CROYDON

S
T

R
E

E
T

CHURCH

GRANDIN AVENUE

S
T

R
E

E
T

J
O

S
E
P

H

AVENUE

586

AVENUE

W
A

D
E
 A

V
E

DEBECK DR

PAUL DR

CRAWFORD DR

D
R
IV

E

A
V

E
N

U
E

AVENUE

355

586

F
IR

S
T

S
T
R
E
E
T

M
E

A
D

O
W

D
E
E
P
 S

P
R
IN

G
 D

R

KENNON CT

PARK

A
V
E

N
U
E

F
LE

E
T

PLACE

MOUNT

R
O

A
D

355

A
V
E
N

U
E

S
T
O

N
E
T
R
E
E
T

S
O

U
T

H

HI
GHLAND 

AVENUE

P
LA

C
E

M
O

U
N
T

C
O

L
O

N
IA

L

W
E
S
T

MONROE STREET

W
A

Y

ROAD

M
ARYLAND

S
T

R
E

E
T

W
A

S
H
IN

G
T

O
N

S
O

U
T

H

V
E
R

N
O

N

W
EST

M
O

N
R

O
E

P
A

R
K
 A

V
E

N
U

E

STREET

C
O

M
M

O
N

S

W
A

Y

L
O

N
G

H
IL

L

D
R
IV

E

S
IM

M
O

N
S
 D

R

W
A

D
E
 A

V
E

S
T

R
E

E
T

911

ROAD

P
L

A
C

E
M

O
N

R
O

E

355

BALTI
MORE R

OAD

S
T
R
E
E
TR

IC
H

A
R

D

P
IK

E

R
O

C
K

V
IL

L
E

READI
NG 

TE
RRACE

WOOTTON PKWY

C
T

WILD

T
R

E
A

S
U

R
E

O
A

K

REGAL

OAK

GREAT

W
A
D
E
 A

V
E

AGNEW D
R

AVENUE

N
O

R
B

E
C

K
 R

O
A

D

28

A
V
E

N
U
E

L
E

W
IS

PAUL DRIVE

F
IR

S
T

LAW
NGATE

G
RO

VEPO
INT

CEDRUS

F
A

L
L
S

M
E

A
D

F
A
L
L
S

M
E

A
D

BR
O

O
KC

R
EST

DRIVE

WEST

W
E
L
S

H

H
A
R

D
Y

L
A

N
E

E
D

M
O

N
S

T
O

N
 D

R

D
U

N
C

A
N

B
R

A
N

C
H
 C

T

BU
N

KER
 C

T

CT

OLD 
CREEK

MONROE

ELMWOOD CT

CT

FIR
E

S
E
TH

P
LA

C
E

JEFFERSON

EAST

28

JEFFERSON
STREET

W
EST

C
O

U
R

T
H

O
U

S
E
 R

D

N
E

W
 M

A
R

K
 E

S
P
L
A

N
A

D
E

PARK

B
L

A
N

F
O

R
D

B
R

O
O

K

W
A
Y

S
T
R

E
E
T

STR
EET

AR
G

YLE

EAST

BIG OAK

W
A

T
C

H
W

A
T

E
R

W
A

Y

WATCHWATE
R

OVERLOOK

LAKES
ID

E

D
R
IV

E

F
A
L
L
S

G
R

E
A

T

DRI
VE

MISTY

WEST MONTGOMERY

R
O

C
K

C
R

E
S

T
 C
IR

C
L
E

ESPLANADE

H
E

A
R

T
S
T

O
N

E

WIND

A
U
TU

M
N

D
R
IV

E

V
A

N
 B

U
R

E
N

S
T

R
E

E
T

S
O

U
T

H

S
T

R
E

E
T

A
D

A
M

S
S

O
U

T
H

S
T
R

E
E
T

L
E

L
A

N
D

LANE

KNOLL

POTOMAC STREET

28

C
L
IM

B
IN

G

R
O

S
E

CIRCLE

LETCHWORTH

H
A

R
L

O
W

L
O

C
H

N
E
S
S

B
E
N
TLE

Y

W
EST

WOOTTON

PARKWAY

MONTGOMERY

N
O

C
T

U
R

N
E

STREET

ARGYLE

VEIRS

VEIRS MILL ROAD

DRIVE

CRAWFORD

A
V
E

N
U

E

G
A
IL

CIRCLE

S
C

A
N

D
IA

PARKWAY

R
O

A
D

C
A

R
T
E

R

ROAD

LEVERTON

DRIVE

EDMONSTON

W
A

D
D
IN

G
T

O
N

S
T

R
E

E
T

F
A
LL

S
W

O
O

D

F
A
L
L
S

W
O

O
D

P
A

R
K

W
A

Y

A
D

C
L

A
R

E

DRI
VE

G
R

E
E

N
P

L
A

C
E

T
E

R
R

A
C

E

A
B

E
R

D
E

E
N

ROAD

MAPLE AVE

SCOTT AVE

E
D

M
O

N
S

T
O

N
 D

R

LYON 
PL

PLACE

C
H

A
N

T
IL

L
Y

PENDER

W
A

Y

H
IL

L
P

R
O

S
P
E

C
T

M
ARYLAND

C
L
IM

B
E

R

B
L

A
Z
E

G
R

E
A

T

MONUMENT

S
T

R
E

E
T

FLEET

S
T

R
E

E
T

V
A

N
 B

U
R

E
N

MAPLETON

W
ELW

YN

VINSON STREET

STREET
CHURCH

STREET

M
O

N
U

M
E

N
T

S
T

R
E

E
T

S
T
R

E
E
T

EVANS

R
O

A
D

E
A
S
T
 JE

F
F
E
R
S
O

N

HOUSE

S
T
R
E
E
T

W
O

O
D
 B

U
R

N
 R

D

B
L

U
E

E
V

A
N

S

L
A

N
E

L
A
U
R

A

BRENT

ADCLARE

R
O

A
D

W
IN

D
IN

G

D
A
LE

P
A
R

K
W

A
Y

CAMDEN

ELMWOOD

NEW MARK

ALL
VI

EW

R
O

A
D

R
ID

G
E

WOOTTON

S
T

O
N

E
P

A
T

H
 C

O
U

R
T

L
O

N
G

H
IL

L

D
R
IV

E

W
ES

T

C
R
ES

TVI
EW

S
A

M
P
L
E
R
S
 W

A
Y

S
A

M
P
L
E
R
S
 W

A
Y

ROXBORO

IN
T
E

R
S
T

A
T
E
 2

7
0

IN
T
E

R
S
T

A
T
E
 2

7
0

C
U

R
R
IE

R

H
E
N
LE

Y

PI
PES

TE
M

F
A
LL

S

189

BETTSTRAIL

IN
T
E
R

A
T
A
T
E
 2
7
0

IN
T
E
R

A
T
A
T
E
 2
70

PLACE

W
O

O
D
S
E

N
D

W
O

O
D

S
E

N
D

W
IN

D
IN

G

W
IN

D
IN

G

R
O

A
D

SUNNYMEADE

O
L

M
S

T
E

A
D

R
O

A
D

CHINA ROSE

P
A

R
K

W
A

Y

R
IC

H
V
IE

W
 C

O
U

R
T

G
L
A
S
T
O

N
B
E

R
R

Y

P
A
R

K
W

A
Y

W
O

O
T
T

O
N

P
IK

E

A
V

E
N

U
E

G
R

A
N

D
IN

S
U

R
R

Y
 C

O
U

R
T

DEF
O
E

D
R
IV

E

C
U

R
R
IE

R

INGLESIDE

M
A

N
N

A
K

E
E

B
L

U
E

S
T
R

E
E
T

GERARD

RENW
ICK

PRIN
CES

S

F
A

L
L
S

L
A
IR

D

BENTANA

B
E

N
T

A
N

A

W
A
N

D
E
R
IN

G

D
R
IVE

R
O

A
D

DEF
O
E

WEST

CALVERT

D
R
IV

E

D
R
IVE

R
O

S
E

R
O
S
E

A
D

A
M

S

LANE
MIDDLE

IV
Y

E
N

G
L
IS

H

L
O

C
K
S

S
E

V
E

N

PLACE

P
IP

E
S

T
E

M

BROADWOOD D
R

WAY

IN
F
IE

L
D

FALL
S

INFIELD COURT NORTH

S
O

U
T
H

P
L

A
C

E

P
IP

E
S
T
E

M

R
O

A
D

W
A
Y

C
IR

C
L
E

JULIAN

PARKW
AY

R
IT

C
H
IE

MERCER

B
R

A
C

K
N

E
L
L

C
U

M
B

E
R

N
A

U
L

D

S
T
R

E
E
T

J
E
F
F
R
S

O
N

E
A
S
T

P
L
A
C
E

P
A
C

A

VERNON

P
L
A
C
E

H
U
L
L

BRICE

BO
W
IE

ROAD

B
O

W
IE

P
A

R
K

W
A

Y

P
A

R
K

W
A

Y

W
ADDI

NG
TO

N

W
E
S
T
 E

D
M

O
N
S
T
O

N
 D

R
IV

E

P
A

R
K

W
A

Y

W
O

O
T
T
O

N

R
O

C
K
V
ILLE

 P
IK

E

355

P
L
A

C
E

P
LA

C
E

B
L

A
N

F
O

R
D
 S

T
R

E
E

T

M
O

N
R

O
E
 S

T
R

E
E

T

R
O

A
D

PARKWAY

WOOTT
ON

HALESWORTH

DRIVE

HALESW
ORTH

R
IT

C
H
IE

W
A

Y

OAK

OAK

DRIVE
OAK

LA
N
E

ROAD

28

355

28

R
O

C
K
V
ILLE

S
T

R
E

E
T

N
E

W

READI
NG

M
A
P

L
E

REGAL

WAY

OAK

D
R
IV

E

P
L
A
C
E

M
A

X
IM

C
A

R
T

E
R
 R

O
A

D

EDMONSTON

TA
LB

O
TT
 S

T

R
O

C
K

V
IL

L
E
 P
IK

E

W
A
Y

S
O

U
T

H

W
A

Y

LANE

KERSEY

LANE

KER
SEY

D
R
IV

E

G
R

E
A

T

W
A

Y

HALESWORTH

C
IR

C
L
E

W
H
IT

E
 P
IN

E
 P

L

H
E

N
S

L
O

W
E
 D

R

W
A

Y

W
H
IT

E
 P
IN

E
 P

L

B
R

O
O

K

W
IL

L
O

W
L
E

A
F

D
R
IV

E

L
A

N
C

A
S

H
IR

E

D
R
IV

E

M
IL

B
O

R
O

D
R

F
A

L
L
S

189

W
A
Y

H
E

N
S

L
O

W
E

PARKW
AY

W
O

O
T
T
O

N

WAY

P
L

A
C

E

C
U

R
T
IS

DRIVE

R
IT

C
H
IE

IN
T
E

R
S

T
A

T
E

W
A

Y

H
IL

L

C
L
IF

F

SOUTH F
ALLS

MEAD W
AY

ROYAL O
AK C

T

S
T

A
R

L
IG

H
T
 C

T

E
C

H
O
 C

T

W
A
N

D
E
R
IN

G

NEW

N
E

W

C
O
P
P
E
R
S
T
O

N
E

ROAD

W
E
S
T
 L

Y
N
F
IE

L
D
 D

R
IV

E

E
A
S
T
 L

Y
N
F
IE

L
D
 D

R
IV

E

EAGLEBROOK

LOCKS

WILLOWLEAF

VALLINGBY

IN
T
E
R
S
T
A
T
E
 2
7
0

IN
T
E
R
S
T
A
T
E
 2
7
0

VALLIN
GBY

TAPIOLA

M
O
J

A
V

E

ROSE

S
T

R
E

E
T

KIMBLEWICK

ROAD

K
IM

B
L
E

W
IC

K

D
O

W
N

H
A

M

W
A

Y

LINCOLNSHIRE

D
R
IV

E

D
E
E
P

HALESWORTH

DRI
VE

H
E

N
S

L
O

W
E

D
R
IV

E

L
A

N
C

A
S

H
IR

E

S
P
R
IN

G

D
R
IV

E

D
R
IV

E

K
E
R
S
E
Y

LANE

S
U
S
S
E

X

S
E

V
E

N

L
O

C
K

S

R
O

A
D

AQUEDUCT
ROAD

AQUEDUCT

ROAD

G
R

E
Y

W
O

O
D

S
T

R
A

T
T

O
N

ROAD

DUNSTER

KIMBLEWICK

ROAD

D
R
IV

E

F
A

L
L
S

WAY S
O

U
T

H

F
A

L
L
S

IN
T

E
R

S
T

A
T

E
 2

7
0

K
E

T
T

L
E
 P

O
N

D

DUNSTE
R

ROAD

OAKENSHIELD

T
W
IN

T
O

W
E

R

R
ID

G
E

DRI
VE

B
U
T
T
E
R

M
E
R
E

WAY

R
O

A
D

RIDGE

D
R
IV

E

S
C

O
T

C
H

M
IS

T

OAKS

DRIV
E

G
O
LD

E
N

C
R
E
S
T

N
O

R
T

H
L
IN

E

COLDSPRING

ROAD

C
O

L
D

S
P

R
IN

G

DERBYSHI
RE

O
A

K
E

N
S

H
IE

L
D

D
R
IV

E

FORTUNE TERRACE

BARTONSHI
RE

2
7
0

O
VER

CRESTVIEW

DRIVE

189

F
A
L
L
S
 C

H
A
P
E
L

WAY

CHAPEL

C
O

M
M

O
N

S
W

A
Y

O
AKS

C
O

L
D

S
P

R
IN

G

R
O

A
D

FALLS

C
H

A
P
E
L

WAY

FALL
S

R
O

A
D

LANE

L
A

N
E

D
U

N
S

T
E

R

C
A
N
TE

R
B
U
R

Y

SELWORTHY

ROAD

C
A

N
T

E
R

B
U

R
Y

W
A

Y

IN
T
E

R
S

T
A

T
E

WAY

R
O

A
D

A
R
LIV

E

H
A

R
R

O
W

G
A
T
E

D
R
IV

E

M
IL

B
O

R
O

STRATTON

OVER

C
O

P
E

N
H

A
V

E
R

NOTES

VICINITY MAP

SCALE 1"=2,000'

N

01

FOREST CONSERVATION EXEMPTION REQUEST

AS SHOWN

DURING SITE VISITS DID NOT QUALIFY AS A CHAMPION OR 75% SIZE OF CURRENT STATE CHAMPION.

13.THERE ARE NO FOREST STANDS PRESENT WITHIN THE PROJECT LIMITS OF DISTURBANCE. EXISTING INDIVIDUAL TREES OBSERVED 

ENSED LANDSCAPE ARCHITECT. TREE D.B.H. WAS MEASURED USING FORESTRY DIAMETER TAPE.

12.FIELDWORK WAS CONDUCTED BY FLOURA TEETER STAFF JULY 2021 AND AUGUST 2023 WITH OVERSIGHT FROM MEGAN MAFFEO, LIC

BERRY, POISON IVY.

11.INVASIVE SPECIES OBSERVED IN SMALL TO MODERATE AMOUNTS WITHIN THE PROJECT AREA INCLUDE: ENGLISH IVY, PORCELAIN 

ARE NO KNOWN CULTURAL OR HISTORICAL RESOURCES LOCATED IN THE STUDY AREA, OR WITHIN 100 FEET THEREOF. 

THE LOCATIONAL ATLAS OF HISTORICAL RESOURCES ON MONTGOMERY COUNTY'S ONLINE DATA PORTAL AND CONFIRMED THAT THERE 

10.NO CULTURAL OR HISTORIC RESOURCES WERE IDENTIFIED DURING SITE VISITS AND HAS BEEN CONFIRMED THROUGH CONSULTING 

9.NO SLOPES 15% OR STEEPER ARE PRESENT WITHIN THE PROJECT LIMITS.

BEEN SUBMITTED.

REQUESTING CONFIRMATION FROM MARYLAND DEPARTMENT OF NATURAL RESOURCES (DNR) WILDLIFE AND HERITAGE DIVISION HAS 

8. NO RARE, THREATENED, OR ENDANGERED (RTE) SPECIES WERE OBSERVED DURING SITE VISITS BY FLOURA TEETER STAFF. A LETTER 

24031C0333D. DATA RETRIEVED FROM MONTGOMERY COUNTY GIS DATABASE, CREDIT: MDE, MD iMAP.

7.THE PROJECT SITE IS NOT ENCUMBERED BY A 100 YEAR FLOODPLAIN. THE SUBJECT PROPERTY IS LOCATED ON FEMA FIRM MAP 

MDE, MD iMAP.

NO WETLAND OR WETLAND BUFFERS WITHIN THE PROJECT AREA AS EVIDENCED BY THE MONTGOMERY COUNTY GIS DATABASE, CREDIT: 

6.THERE ARE NO KNOWN PERENNIAL, INTERMITTENT OR EPHEMERAL STREAMS WITHIN 50 FEET OF THE SUBJECT PROPERTY. THERE ARE 

5.THE PROJECT IS NOT LOCATED WITHIN A SPA OR PMA.

TO WATTS BRANCH (BOTH USE CLASS 1-P). DATA RETRIEVED FROM MONTGOMERY COUNTY GIS DATABASE, CREDIT: MDE, MD iMAP.

4.NO WATER BODIES TRAVERSE THE PROJECT. HOWEVER, THE PROJECT DRAINS TO CABIN JOHN CREEK AND AN UNNAMED TRIBUTARY 

3.THE ENTIRE STUDY AREA IS WITHIN PUBLIC RIGHT OF WAY OWNED BY MONTGOMERY COUNTY DEPARTMENT OF TRANSPORTATION.

WATERSHED 8-DIGIT #02140207. DATA RETRIEVED FROM MONTGOMERY COUNTY GIS DATABASE, CREDIT: MDE, MD iMAP.

2.THE PROJECT IS LOCATED WITHIN THE POTOMAC RIVER MO COUNTY WATERSHED 8-DIGIT #02140202 AND THE CABIN JOHN CREEK 

1.THE PROJECT IS LOCATED IN POTOMAC VALLEY RD, MONTGOMERY COUNTY, LATITUDE IS 39°04'27.0"N, LONGITUDE IS 77°09'35.1"W

TREES TOTALS 1,995 SF, AS SHOWN IN THE EXISTING TREE IMPACT CHART ON THIS SHEET. 

IN ORDER TO CONSTRUCT THE SIDEWALK IMPROVEMENTS, A TOTAL OF 2 INDIVIDUAL TREES HAVE BEEN IDENTIFIED FOR REMOVAL WITHIN THE LIMIT OF DISTURBANCE. THE CALCULATED CANOPY AREA OF IMPACTED 

NO SPECIMEN TREES, CHAMPION TREES, OR TREES WITHIN 75% OF DBH SIZE OF A STATE RECORDED CHAMPION TREE WILL BE IMPACTED BY CONSTRUCTION OF THIS PROJECT. 

THE PROPOSED DISTURBANCE AREA IS LESS THAN 40 FEET WIDE AND 120,000 SQUARE FEET IN AREA AND NO PRIORITY FOREST OR PRIORITY RETENTION AREAS ARE DISTURBED.

STATE FOREST CONSERVATION TECHNICAL MANUAL SECTION 4.1 STATES LINEAR PROJECTS SUCH AS THIS ARE EXEMPT FROM THE REQUIREMENT TO PREPARE A FOREST CONSERVATION PLAN AS:

THE FOLLOWING EXEMPTION IS BEING REQUESTED:  
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SOIL PREPARATION, TOPSOILING, AND SOIL AMENDMENTS A. SOIL PREPARATION 1. TEMPORARY STABILIZATION A. SEEDBED PREPARATION CONSISTS OF LOOSENING SOIL TO A DEPTH OF 3 TO 5 INCHES BY MEANS OF SUITABLE AGRICULTURAL OR CONSTRUCTION EQUIPMENT, SUCH AS DISC HARROWS OR CHISEL PLOWS OR RIPPERS MOUNTED ON CONSTRUCTION EQUIPMENT. AFTER THE SOIL IS LOOSENED, IT MUST NOT BE ROLLED OR DRAGGED SMOOTH BUT LEFT IN THE ROUGHENED CONDITION. SLOPES 3:1 OR FLATTER ARE TO BE TRACKED WITH RIDGES RUNNING PARALLEL TO THE CONTOUR OF THE SLOPE. B. APPLY FERTILIZER AND LIME AS PRESCRIBED ON THE PLANS. C. INCORPORATE LIME AND FERTILIZER INTO THE TOP 3 TO 5 INCHES OF SOIL BY DISKING OR OTHER SUITABLE MEANS. 2. PERMANENT STABILIZATION A. A SOIL TEST IS REQUIRED FOR ANY EARTH DISTURBANCE OF 5 ACRES OR MORE. THE MINIMUM SOIL CONDITIONS REQUIRED FOR PERMANENT VEGETATIVE ESTABLISHMENT ARE: I. SOIL PH BETWEEN 6.0 AND 7.0. II. SOLUBLE SALTS LESS THAN 500 PARTS PER MILLION (PPM). III. SOIL CONTAINS LESS THAN 40 PERCENT CLAY BUT ENOUGH FINE GRAINED MATERIAL (GREATER THAN 30 PERCENT SILT PLUS CLAY) TO PROVIDE THE CAPACITY TO HOLD A MODERATE AMOUNT OF MOISTURE. AN EXCEPTION: IF LOVEGRASS WILL BE PLANTED, THEN A SANDY SOIL (LESS THAN 30 PERCENT SILT PLUS CLAY) WOULD BE ACCEPTABLE. IV. SOIL CONTAINS 1.5 PERCENT MINIMUM ORGANIC MATTER BY WEIGHT. V. SOIL CONTAINS SUFFICIENT PORE SPACE TO PERMIT ADEQUATE ROOT PENETRATION. B. APPLICATION OF AMENDMENTS OR TOPSOIL IS REQUIRED IF ON-SITE SOILS DO NOT MEET THE ABOVE CONDITIONS. C. GRADED AREAS MUST BE MAINTAINED IN A TRUE AND EVEN GRADE AS SPECIFIED ON THE APPROVED PLAN, THEN SCARIFIED OR OTHERWISE LOOSENED TO A DEPTH OF 3 TO 5 INCHES. D. APPLY SOIL AMENDMENTS AS SPECIFIED ON THE APPROVED PLAN OR AS INDICATED BY THE RESULTS OF A SOIL TEST. E. MIX SOIL AMENDMENTS INTO THE TOP 3 TO 5 INCHES OF SOIL BY DISKING OR OTHER SUITABLE MEANS. RAKE LAWN AREAS TO SMOOTH THE SURFACE, REMOVE LARGE OBJECTS LIKE STONES AND BRANCHES, AND READY THE AREA FOR SEED APPLICATION. LOOSEN SURFACE SOIL BY DRAGGING WITH A HEAVY CHAIN OR OTHER EQUIPMENT TO ROUGHEN THE SURFACE WHERE SITE CONDITIONS WILL NOT PERMIT NORMAL SEEDBED PREPARATION. TRACK SLOPES 3:1 OR FLATTER WITH TRACKED EQUIPMENT LEAVING THE SOIL IN AN IRREGULAR CONDITION WITH RIDGES RUNNING PARALLEL TO THE CONTOUR OF THE SLOPE. LEAVE THE TOP 1 TO 3 INCHES OF SOIL LOOSE AND FRIABLE. SEEDBED LOOSENING MAY BE UNNECESSARY ON NEWLY DISTURBED AREAS. B. TOPSOILING 1. TOPSOIL IS PLACED OVER PREPARED SUBSOIL PRIOR TO ESTABLISHMENT OF PERMANENT VEGETATION. THE PURPOSE IS TO PROVIDE A SUITABLE SOIL MEDIUM FOR VEGETATIVE GROWTH. SOILS OF CONCERN HAVE LOW MOISTURE CONTENT, LOW NUTRIENT LEVELS, LOW PH, MATERIALS TOXIC TO PLANTS, AND/OR UNACCEPTABLE SOIL GRADATION. 2. TOPSOIL SALVAGED FROM AN EXISTING SITE MAY BE USED PROVIDED IT MEETS THE STANDARDS AS SET FORTH IN THESE SPECIFICATIONS. TYPICALLY, THE DEPTH OF TOPSOIL TO BE SALVAGED FOR A GIVEN SOIL TYPE CAN BE FOUND IN THE REPRESENTATIVE SOIL PROFILE SECTION IN THE SOIL SURVEY PUBLISHED BY USDA-NRCS. 3. TOPSOILING IS LIMITED TO AREAS HAVING 2:1 OR FLATTER SLOPES WHERE: A. THE TEXTURE OF THE EXPOSED SUBSOIL/PARENT MATERIAL IS NOT ADEQUATE TO PRODUCE VEGETATIVE GROWTH. B. THE SOIL MATERIAL IS SO SHALLOW THAT THE ROOTING ZONE IS NOT DEEP ENOUGH TO SUPPORT PLANTS OR FURNISH CONTINUING SUPPLIES OF MOISTURE AND PLANT NUTRIENTS. C. THE ORIGINAL SOIL TO BE VEGETATED CONTAINS MATERIAL TOXIC TO PLANT GROWTH. D. THE SOIL IS SO ACIDIC THAT TREATMENT WITH LIMESTONE IS NOT FEASIBLE. 4. AREAS HAVING SLOPES STEEPER THAN 2:1 REQUIRE SPECIAL CONSIDERATION AND DESIGN. 5. TOPSOIL SPECIFICATIONS: SOIL TO BE USED AS TOPSOIL MUST MEET THE FOLLOWING CRITERIA: A. TOPSOIL MUST BE A LOAM, SANDY LOAM, CLAY LOAM, SILT LOAM, SANDY CLAY LOAM, OR LOAMY SAND. OTHER SOILS MAY BE USED IF RECOMMENDED BY AN AGRONOMIST OR SOIL SCIENTIST AND APPROVED BY THE APPROPRIATE APPROVAL AUTHORITY. TOPSOIL MUST NOT BE A MIXTURE OF CONTRASTING TEXTURED SUBSOILS AND MUST CONTAIN LESS THAN 5 PERCENT BY VOLUME OF CINDERS, STONES, SLAG, COARSE FRAGMENTS, GRAVEL, STICKS, ROOTS, TRASH, OR OTHER MATERIALS LARGER THAN 1½ INCHES IN DIAMETER. B. TOPSOIL MUST BE FREE OF NOXIOUS PLANTS OR PLANT PARTS SUCH AS BERMUDA GRASS, QUACK GRASS, JOHNSON GRASS, NUT SEDGE, POISON IVY, THISTLE, OR OTHERS AS SPECIFIED. C. TOPSOIL SUBSTITUTES OR AMENDMENTS, AS RECOMMENDED BY A QUALIFIED AGRONOMIST OR SOIL SCIENTIST AND APPROVED BY THE APPROPRIATE APPROVAL AUTHORITY, MAY BE USED IN LIEU OF NATURAL TOPSOIL. 6. TOPSOIL APPLICATION A. EROSION AND SEDIMENT CONTROL PRACTICES MUST BE MAINTAINED WHEN APPLYING TOPSOIL. B. UNIFORMLY DISTRIBUTE TOPSOIL IN A 5 TO 8 INCH LAYER AND LIGHTLY COMPACT TO A MINIMUM THICKNESS OF 4 INCHES. SPREADING IS TO BE PERFORMED IN SUCH A MANNER THAT SODDING OR SEEDING CAN PROCEED 
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SEEDING AND MULCHING A. SEEDING 1. SPECIFICATIONS A. ALL SEED MUST MEET THE REQUIREMENTS OF THE MARYLAND STATE SEED LAW. ALL SEED MUST BE SUBJECT TO RE-TESTING BY A RECOGNIZED SEED LABORATORY. ALL SEED USED MUST HAVE BEEN TESTED WITHIN THE 6 MONTHS IMMEDIATELY PRECEDING THE DATE OF SOWING SUCH MATERIAL ON ANY PROJECT. REFER TO TABLE B.4 REGARDING THE QUALITY OF SEED. SEED TAGS MUST BE AVAILABLE UPON REQUEST TO THE INSPECTOR TO VERIFY TYPE OF SEED AND SEEDING RATE. B. MULCH ALONE MAY BE APPLIED BETWEEN THE FALL AND SPRING SEEDING DATES ONLY IF THE GROUND IS FROZEN. THE APPROPRIATE SEEDING MIXTURE MUST BE APPLIED WHEN THE GROUND THAWS. C. INOCULANTS: THE INOCULANT FOR TREATING LEGUME SEED IN THE SEED MIXTURES MUST BE A PURE CULTURE OF NITROGEN FIXING BACTERIA PREPARED SPECIFICALLY FOR THE SPECIES. INOCULANTS MUST NOT BE USED LATER THAN THE DATE INDICATED ON THE CONTAINER. ADD FRESH INOCULANTS AS DIRECTED ON THE PACKAGE. USE FOUR TIMES THE RECOMMENDED RATE WHEN HYDROSEEDING. NOTE: IT IS VERY IMPORTANT TO KEEP INOCULANT AS COOL AS POSSIBLE UNTIL USED. TEMPERATURES ABOVE 75 TO 80 DEGREES FAHRENHEIT CAN WEAKEN BACTERIA AND MAKE THE INOCULANT LESS EFFECTIVE. D. SOD OR SEED MUST NOT BE PLACED ON SOIL WHICH HAS BEEN TREATED WITH SOIL STERILANTS OR CHEMICALS USED FOR WEED CONTROL UNTIL SUFFICIENT TIME HAS ELAPSED (14 DAYS MIN.) TO PERMIT DISSIPATION OF PHYTO-TOXIC MATERIALS. 2. APPLICATION A. DRY SEEDING: THIS INCLUDES USE OF CONVENTIONAL DROP OR BROADCAST SPREADERS. I. INCORPORATE SEED INTO THE SUBSOIL AT THE RATES PRESCRIBED ON TEMPORARY SEEDING TABLE B.1, PERMANENT SEEDING TABLE B.3, OR SITE-SPECIFIC SEEDING SUMMARIES. II. APPLY SEED IN TWO DIRECTIONS, PERPENDICULAR TO EACH OTHER. APPLY HALF THE SEEDING RATE IN EACH DIRECTION. ROLL THE SEEDED AREA WITH A WEIGHTED ROLLER TO PROVIDE GOOD SEED TO SOIL CONTACT. B. DRILL OR CULTIPACKER SEEDING: MECHANIZED SEEDERS THAT APPLY AND COVER SEED WITH SOIL. I. CULTIPACKING SEEDERS ARE REQUIRED TO BURY THE SEED IN SUCH A FASHION AS TO PROVIDE AT LEAST 1/4 INCH OF SOIL COVERING. SEEDBED MUST BE FIRM AFTER PLANTING. II. APPLY SEED IN TWO DIRECTIONS, PERPENDICULAR TO EACH OTHER. APPLY HALF THE SEEDING RATE IN EACH DIRECTION. C. HYDROSEEDING: APPLY SEED UNIFORMLY WITH HYDROSEEDER (SLURRY INCLUDES SEED AND FERTILIZER). I. IF FERTILIZER IS BEING APPLIED AT THE TIME OF SEEDING, THE APPLICATION RATES SHOULD NOT EXCEED THE FOLLOWING: NITROGEN, 100 POUNDS PER ACRE TOTAL OF SOLUBLE NITROGEN; P2O5 (PHOSPHOROUS), 200 POUNDS PER ACRE; K2O (POTASSIUM), 200 POUNDS PER ACRE. II. LIME: USE ONLY GROUND AGRICULTURAL LIMESTONE (UP TO 3 TONS PER ACRE MAY BE APPLIED BY HYDROSEEDING). NORMALLY, NOT MORE THAN 2 TONS ARE APPLIED BY HYDROSEEDING AT ANY ONE TIME. DO NOT USE BURNT OR HYDRATED LIME WHEN HYDROSEEDING. III. MIX SEED AND FERTILIZER ON SITE AND SEED IMMEDIATELY AND WITHOUT INTERRUPTION. IV. WHEN HYDROSEEDING DO NOT INCORPORATE SEED INTO THE SOIL. B. MULCHING 1. MULCH MATERIALS (IN ORDER OF PREFERENCE) A. STRAW CONSISTING OF THOROUGHLY THRESHED WHEAT, RYE, OAT, OR BARLEY AND REASONABLY BRIGHT IN COLOR. STRAW IS TO BE FREE OF NOXIOUS WEED SEEDS AS SPECIFIED IN THE MARYLAND SEED LAW AND NOT MUSTY, MOLDY, CAKED, DECAYED, OR EXCESSIVELY DUSTY. NOTE: USE ONLY STERILE STRAW MULCH IN AREAS WHERE ONE SPECIES OF GRASS IS DESIRED. B. WOOD CELLULOSE FIBER MULCH (WCFM) CONSISTING OF SPECIALLY PREPARED WOOD CELLULOSE PROCESSED INTO A UNIFORM FIBROUS PHYSICAL STATE. I. WCFM IS TO BE DYED GREEN OR CONTAIN A GREEN DYE IN THE PACKAGE THAT WILL PROVIDE AN APPROPRIATE COLOR TO FACILITATE VISUAL INSPECTION OF THE UNIFORMLY SPREAD SLURRY. II. WCFM, INCLUDING DYE, MUST CONTAIN NO GERMINATION OR GROWTH INHIBITING FACTORS. III. WCFM MATERIALS ARE TO BE MANUFACTURED AND PROCESSED IN SUCH A MANNER THAT THE WOOD CELLULOSE FIBER MULCH WILL REMAIN IN UNIFORM SUSPENSION IN WATER UNDER AGITATION AND WILL BLEND WITH SEED, FERTILIZER AND OTHER ADDITIVES TO FORM A HOMOGENEOUS SLURRY. THE MULCH MATERIAL MUST FORM A BLOTTER-LIKE GROUND COVER, ON APPLICATION, HAVING MOISTURE ABSORPTION AND PERCOLATION PROPERTIES AND MUST COVER AND HOLD GRASS SEED IN CONTACT WITH THE SOIL WITHOUT INHIBITING THE GROWTH OF THE GRASS SEEDLINGS. IV. WCFM MATERIAL MUST NOT CONTAIN ELEMENTS OR COMPOUNDS AT CONCENTRATION LEVELS THAT WILL BE PHYTO-TOXIC. V. WCFM MUST CONFORM TO THE FOLLOWING PHYSICAL REQUIREMENTS: FIBER LENGTH OF APPROXIMATELY 10 MILLIMETERS, DIAMETER APPROXIMATELY 1 MILLIMETER, PH RANGE OF 4.0 TO 8.5, ASH CONTENT OF 1.6 PERCENT MAXIMUM AND WATER HOLDING CAPACITY OF 90 PERCENT MINIMUM.
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PERMANENT STABILIZATION A. SEED MIXTURES 1. GENERAL USE A. SELECT ONE OR MORE OF THE SPECIES OR MIXTURES LISTED IN TABLE B.3 FOR THE APPROPRIATE PLANT HARDINESS ZONE (FROM FIGURE B.3) AND BASED ON THE SITE CONDITION OR PURPOSE FOUND ON TABLE B.2. ENTER SELECTED MIXTURE(S), APPLICATION RATES, AND SEEDING DATES IN THE PERMANENT SEEDING SUMMARY. THE SUMMARY IS TO BE PLACED ON THE PLAN. B. ADDITIONAL PLANTING SPECIFICATIONS FOR EXCEPTIONAL SITES SUCH AS SHORELINES, STREAM BANKS, OR DUNES OR FOR SPECIAL PURPOSES SUCH AS WILDLIFE OR AESTHETIC TREATMENT MAY BE FOUND IN USDA-NRCS TECHNICAL FIELD OFFICE GUIDE, SECTION 342 - CRITICAL AREA PLANTING. C. FOR SITES HAVING DISTURBED AREA OVER 5 ACRES, USE AND SHOW THE RATES RECOMMENDED BY THE SOIL TESTING AGENCY. D. FOR AREAS RECEIVING LOW MAINTENANCE, APPLY UREA FORM FERTILIZER (46-0-0) AT 3 ½ POUNDS PER 1000 SQUARE FEET (150 POUNDS PER ACRE) AT THE TIME OF SEEDING IN ADDITION TO THE SOIL AMENDMENTS SHOWN IN THE PERMANENT SEEDING SUMMARY . 2. TURFGRASS MIXTURES A. AREAS WHERE TURFGRASS MAY BE DESIRED INCLUDE LAWNS, PARKS, PLAYGROUNDS, AND COMMERCIAL SITES WHICH WILL RECEIVE A MEDIUM TO HIGH LEVEL OF MAINTENANCE. B. SELECT ONE OR MORE OF THE SPECIES OR MIXTURES LISTED BELOW BASED ON THE SITE CONDITIONS OR PURPOSE. ENTER SELECTED MIXTURE(S), APPLICATION RATES, AND SEEDING DATES IN THE PERMANENT SEEDING SUMMARY. THE SUMMARY IS TO BE PLACED ON THE PLAN. I. KENTUCKY BLUEGRASS: FULL SUN MIXTURE: FOR USE IN AREAS THAT RECEIVE INTENSIVE MANAGEMENT. IRRIGATION REQUIRED IN THE AREAS OF CENTRAL MARYLAND AND EASTERN SHORE. RECOMMENDED CERTIFIED KENTUCKY BLUEGRASS CULTIVARS SEEDING RATE: 1.5 TO 2.0 POUNDS PER 1000 SQUARE FEET. CHOOSE A MINIMUM OF THREE KENTUCKY BLUEGRASS CULTIVARS WITH EACH RANGING FROM 10 TO 35 PERCENT OF THE TOTAL MIXTURE BY WEIGHT. II. KENTUCKY BLUEGRASS/PERENNIAL RYE: FULL SUN MIXTURE: FOR USE IN FULL SUN AREAS WHERE RAPID ESTABLISHMENT IS NECESSARY AND WHEN TURF WILL RECEIVE MEDIUM TO INTENSIVE MANAGEMENT. CERTIFIED PERENNIAL RYEGRASS CULTIVARS/CERTIFIED KENTUCKY BLUEGRASS SEEDING RATE: 2 POUNDS MIXTURE PER 1000 SQUARE FEET. CHOOSE A MINIMUM OF THREE KENTUCKY BLUEGRASS CULTIVARS WITH EACH RANGING FROM 10 TO 35 PERCENT OF THE TOTAL MIXTURE BY WEIGHT. III. TALL FESCUE/KENTUCKY BLUEGRASS: FULL SUN MIXTURE: FOR USE IN DROUGHT PRONE AREAS AND/OR FOR AREAS RECEIVING LOW TO MEDIUM MANAGEMENT IN FULL SUN TO MEDIUM SHADE. RECOMMENDED MIXTURE INCLUDES; CERTIFIED TALL FESCUE CULTIVARS 95 TO 100 PERCENT, CERTIFIED KENTUCKY BLUEGRASS CULTIVARS 0 TO 5 PERCENT. SEEDING RATE: 5 TO 8 POUNDS PER 1000 SQUARE FEET. ONE OR MORE CULTIVARS MAY BE BLENDED. IV. KENTUCKY BLUEGRASS/FINE FESCUE: SHADE MIXTURE: FOR USE IN AREAS WITH SHADE IN BLUEGRASS LAWNS. FOR ESTABLISHMENT IN HIGH QUALITY, INTENSIVELY MANAGED TURF AREA. MIXTURE INCLUDES; CERTIFIED KENTUCKY BLUEGRASS CULTIVARS 30 TO 40 PERCENT AND CERTIFIED FINE FESCUE AND 60 TO 70 PERCENT. SEEDING RATE: 1½ TO 3 POUNDS PER 1000 SQUARE FEET. NOTES: SELECT TURFGRASS VARIETIES FROM THOSE LISTED IN THE MOST CURRENT UNIVERSITY OF MARYLAND PUBLICATION, AGRONOMY MEMO #77, "TURFGRASS CULTIVAR RECOMMENDATIONS FOR MARYLAND"  CHOOSE CERTIFIED MATERIAL. CERTIFIED MATERIAL IS THE BEST GUARANTEE OF CULTIVAR PURITY. THE CERTIFICATION PROGRAM OF THE MARYLAND DEPARTMENT OF AGRICULTURE, TURF AND SEED SECTION, PROVIDES A RELIABLE MEANS OF CONSUMER PROTECTION AND ASSURES A PURE GENETIC LINE C. IDEAL TIMES OF SEEDING FOR TURF GRASS MIXTURES ARE: MARCH 1 TO MAY 15, AUGUST 15 TO OCTOBER 15 (HARDINESS ZONE: 6B) D. TILL AREAS TO RECEIVE SEED BY DISKING OR OTHER APPROVED METHODS TO A DEPTH OF 2 TO 4 INCHES, LEVEL AND RAKE THE AREAS TO PREPARE A PROPER SEEDBED. REMOVE STONES AND DEBRIS OVER 1½ INCHES IN DIAMETER. THE RESULTING SEEDBED MUST BE IN SUCH CONDITION THAT FUTURE MOWING OF GRASSES WILL POSE NO DIFFICULTY. E. IF SOIL MOISTURE IS DEFICIENT, SUPPLY NEW SEEDINGS WITH ADEQUATE WATER FOR PLANT GROWTH (½ TO 1 INCH EVERY 3 TO 4 DAYS DEPENDING ON SOIL TEXTURE) UNTIL THEY ARE FIRMLY ESTABLISHED. THIS IS ESPECIALLY TRUE WHEN SEEDINGS ARE MADE LATE IN THE PLANTING SEASON, IN ABNORMALLY DRY OR HOT SEASONS, OR ON ADVERSE SITES. 
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INCREMENTAL STABILIZATION A. INCREMENTAL STABILIZATION - CUT SLOPES 1. EXCAVATE AND STABILIZE CUT SLOPES IN INCREMENTS NOT TO EXCEED 15 FEET IN HEIGHT. PREPARE SEEDBED AND APPLY SEED AND MULCH ON ALL CUT SLOPES AS THE WORK PROGRESSES. 2. FOR CONSTRUCTION SEQUENCE REFER TO SHEET C-330. NOTE: ONCE EXCAVATION HAS BEGUN THE OPERATION SHOULD BE CONTINUOUS FROM GRUBBING THROUGH THE COMPLETION OF GRADING AND PLACEMENT OF TOPSOIL (IF REQUIRED) AND PERMANENT SEED AND MULCH. ANY INTERRUPTIONS IN THE OPERATION OR COMPLETING THE OPERATION OUT OF THE SEEDING SEASON WILL NECESSITATE THE APPLICATION OF TEMPORARY STABILIZATION. B. INCREMENTAL STABILIZATION - FILL SLOPES 1. CONSTRUCT AND STABILIZE FILL SLOPES IN INCREMENTS NOT TO EXCEED 15 FEET IN HEIGHT. PREPARE SEEDBED AND APPLY SEED AND MULCH ON ALL SLOPES AS THE WORK PROGRESSES. 2. STABILIZE SLOPES IMMEDIATELY WHEN THE VERTICAL HEIGHT OF A LIFT REACHES 15 FEET, OR WHEN THE GRADING OPERATION CEASES AS PRESCRIBED IN THE PLANS. 3. AT THE END OF EACH DAY, INSTALL TEMPORARY WATER CONVEYANCE PRACTICE(S), AS NECESSARY, TO INTERCEPT SURFACE RUNOFF AND CONVEY IT DOWN THE SLOPE IN A NON-EROSIVE MANNER. 4. FOR CONSTRUCTION SEQUENCE REFER TO SHEET C-330. NOTE: ONCE THE PLACEMENT OF FILL HAS BEGUN THE OPERATION SHOULD BE CONTINUOUS FROM GRUBBING THROUGH THE COMPLETION OF GRADING AND PLACEMENT OF TOPSOIL (IF REQUIRED) AND PERMANENT SEED AND MULCH. ANY INTERRUPTIONS IN THE OPERATION OR COMPLETING THE OPERATION OUT OF THE SEEDING SEASON WILL NECESSITATE THE APPLICATION OF TEMPORARY STABILIZATION.
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APPLIES TO EXPOSED SOILS WHERE GROUND COVER IS NEEDED FOR A PERIOD OF 6 MONTHS OR LESS. FOR LONGER DURATION OF TIME, PERMANENT STABILIZATION PRACTICES ARE REQUIRED.

AutoCAD SHX Text
P205205055

AutoCAD SHX Text
K20200

AutoCAD SHX Text
APPLIES TO EXPOSED SOILS WHERE GROUND COVER IS NEEDED FOR 6 MONTHS OR MORE.
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STANDARD EROSION AND SEDIMENT CONTROL NOTES 5/21/2013 1. THE PERMITTEE SHALL NOTIFY THE DEPARTMENT OF PERMITTING SERVICES (DPS) FORTY-EIGHT THE PERMITTEE SHALL NOTIFY THE DEPARTMENT OF PERMITTING SERVICES (DPS) FORTY-EIGHT (48) HOURS BEFORE COMMENCING ANY LAND DISTURBING ACTIVITY AND, UNLESS WAIVED BY THE DEPARTMENT, SHALL BE REQUIRED TO HOLD A PRE-CONSTRUCTION MEETING BETWEEN THEM OR THEIR REPRESENTATIVE, THEIR ENGINEER AND AN AUTHORIZED REPRESENTATIVE OF THE DEPARTMENT. 2. THE PERMITTEE MUST OBTAIN INSPECTION AND APPROVAL BY DPS AT THE FOLLOWING POINTS: THE PERMITTEE MUST OBTAIN INSPECTION AND APPROVAL BY DPS AT THE FOLLOWING POINTS: A. AT THE REQUIRED PRE-CONSTRUCTION MEETING. AT THE REQUIRED PRE-CONSTRUCTION MEETING. B. FOLLOWING INSTALLATION OF SEDIMENT CONTROL MEASURES AND PRIOR TO ANY OTHER LAND FOLLOWING INSTALLATION OF SEDIMENT CONTROL MEASURES AND PRIOR TO ANY OTHER LAND DISTURBING ACTIVITY C. DURING THE INSTALLATION OF A SEDIMENT BASIN OR STORMWATER MANAGEMENT STRUCTURE AT DURING THE INSTALLATION OF A SEDIMENT BASIN OR STORMWATER MANAGEMENT STRUCTURE AT THE REQUIRED INSPECTION POINTS (SEE INSPECTION CHECKLIST ON PLAN). NOTIFICATION PRIOR TO COMMENCING CONSTRUCTION IS MANDATORY. D. PRIOR TO REMOVAL OR MODIFICATION OF ANY SEDIMENT CONTROL STRUCTURE(S). PRIOR TO REMOVAL OR MODIFICATION OF ANY SEDIMENT CONTROL STRUCTURE(S). E. PRIOR TO FINAL ACCEPTANCE. PRIOR TO FINAL ACCEPTANCE. 3. THE PERMITTEE SHALL CONSTRUCT ALL EROSION AND SEDIMENT CONTROL MEASURES PER THE THE PERMITTEE SHALL CONSTRUCT ALL EROSION AND SEDIMENT CONTROL MEASURES PER THE APPROVED PLAN AND CONSTRUCTION SEQUENCE, SHALL HAVE THEM INSPECTED AND APPROVED BY THE DEPARTMENT PRIOR TO BEGINNING ANY OTHER LAND DISTURBANCES, SHALL ENSURE THAT ALL RUNOFF FROM DISTURBED AREAS IS DIRECTED TO THE SEDIMENT CONTROL DEVICES, AND SHALL NOT REMOVE ANY EROSION OR SEDIMENT CONTROL MEASURE WITHOUT PRIOR PERMISSION FROM THE DEPARTMENT. 4. THE PERMITTEE SHALL PROTECT ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS TO THE PERMITTEE SHALL PROTECT ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ONTO TRAVERSED PUBLIC THOROUGHFARE(S). ALL MATERIALS DEPOSITED ONTO PUBLIC THOROUGHFARE(S) SHALL BE REMOVED IMMEDIATELY. 5. THE PERMITTEE SHALL INSPECT PERIODICALLY AND MAINTAIN CONTINUOUSLY IN EFFECTIVE THE PERMITTEE SHALL INSPECT PERIODICALLY AND MAINTAIN CONTINUOUSLY IN EFFECTIVE OPERATING CONDITION, ALL EROSION AND SEDIMENT CONTROL MEASURES UNTIL SUCH TIME AS THEY ARE REMOVED WITH PRIOR PERMISSION FROM THE DEPARTMENT. THE PERMITTEE IS RESPONSIBLE FOR IMMEDIATELY REPAIRING OR REPLACING ANY SEDIMENT CONTROL MEASURES WHICH HAVE BEEN DAMAGED OR REMOVED BY THE PERMITTEE OR ANY OTHER PERSON. 6. FOLLOWING INITIAL SOIL DISTURBANCE OR RE-DISTURBANCE, PERMANENT OR TEMPORARY FOLLOWING INITIAL SOIL DISTURBANCE OR RE-DISTURBANCE, PERMANENT OR TEMPORARY STABILIZATION MUST BE COMPLETED WITHIN: A) THREE (3) CALENDAR DAYS AS TO THE SURFACE OF ALL PERIMETER DIKES, SWALES, DITCHES,  THREE (3) CALENDAR DAYS AS TO THE SURFACE OF ALL PERIMETER DIKES, SWALES, DITCHES,  PERIMETER SLOPES AND ALL SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL (3:1); AND  B) SEVEN (7) CALENDAR DAYS AS TO ALL OTHER DISTURBED OR GRADED AREAS ON THE PROJECT SEVEN (7) CALENDAR DAYS AS TO ALL OTHER DISTURBED OR GRADED AREAS ON THE PROJECT SITE NOT UNDER ACTIVE GRADING.  ALL AREAS DISTURBED OUTSIDE OF THE PERIMETER ALL AREAS DISTURBED OUTSIDE OF THE PERIMETER SEDIMENT CONTROL SYSTEM MUST BE MINIMIZED AND STABILIZED IMMEDIATELY. MAINTENANCE MUST BE PERFORMED AS NECESSARY TO ENSURE CONTINUED STABILIZATION. 7. THE PERMITTEE SHALL APPLY SOD, SEED, AND ANCHORED STRAW MULCH, OR OTHER APPROVED THE PERMITTEE SHALL APPLY SOD, SEED, AND ANCHORED STRAW MULCH, OR OTHER APPROVED STABILIZATION MEASURES TO ALL DISTURBED AREAS WITHIN SEVEN (7) CALENDAR DAYS AFTER STRIPPING AND GRADING ACTIVITIES HAVE CEASED ON THAT AREA. MAINTENANCE SHALL BE PERFORMED AS NECESSARY TO ENSURE CONTINUED STABILIZATION. ACTIVE CONSTRUCTION AREAS SUCH AS BORROW OR STOCKPILE AREAS, ROADWAY IMPROVEMENTS, AND AREAS WITHIN FIFTY (50) FEET OF A BUILDING UNDER CONSTRUCTION MAY BE EXEMPT FROM THIS REQUIREMENT, PROVIDED THAT EROSION AND SEDIMENT CONTROL MEASURES ARE INSTALLED AND MAINTAINED TO PROTECT THOSE AREAS. 8. PRIOR TO REMOVAL OF SEDIMENT CONTROL MEASURES, THE PERMITTEE SHALL STABILIZE ALL  PRIOR TO REMOVAL OF SEDIMENT CONTROL MEASURES, THE PERMITTEE SHALL STABILIZE ALL  CONTRIBUTORY DISTURBED AREAS WITH REQUIRED SOIL AMENDMENTS AND TOPSOIL, USING SOD OR AN APPROVED PERMANENT SEED MIXTURE AND AN APPROVED ANCHORED MULCH. WOOD FIBER MULCH MAY ONLY BE USED IN SEEDING SEASON WHEN THE SLOPE DOES NOT EXCEED 10% AND GRADING HAS BEEN DONE TO PROMOTE SHEET FLOW DRAINAGE. AREAS BROUGHT TO FINISHED GRADE DURING THE SEEDING SEASON SHALL BE PERMANENTLY STABILIZED WITHIN SEVEN (7) CALENDAR DAYS OF ESTABLISHMENT. WHEN PROPERTY IS BROUGHT TO FINISHED GRADE DURING THE MONTHS OF NOVEMBER THROUGH FEBRUARY, AND PERMANENT STABILIZATION IS FOUND TO BE IMPRACTICAL, AN APPROVED TEMPORARY SEED AND STRAW ANCHORED MULCH SHALL BE APPLIED TO DISTURBED AREAS. THE FINAL PERMANENT STABILIZATION OF SUCH PROPERTY SHALL BE COMPLETED PRIOR TO THE FOLLOWING APRIL 15. 9. THE SITE PERMIT, WORK, MATERIALS, APPROVED SC/SM PLANS, AND TEST REPORTS SHALL BE THE SITE PERMIT, WORK, MATERIALS, APPROVED SC/SM PLANS, AND TEST REPORTS SHALL BE AVAILABLE AT THE SITE FOR INSPECTION BY DULY AUTHORIZED OFFICIALS OF MONTGOMERY COUNTY. 10. SURFACE DRAINAGE FLOWS OVER UNSTABILIZED CUT AND FILL SLOPES SHALL BE CONTROLLED BY SURFACE DRAINAGE FLOWS OVER UNSTABILIZED CUT AND FILL SLOPES SHALL BE CONTROLLED BY EITHER PREVENTING DRAINAGE FLOWS FROM TRAVERSING THE SLOPES OR BY INSTALLING MECHANICAL DEVICES TO LOWER THE WATER DOWN SLOPE WITHOUT CAUSING EROSION. DIKES SHALL BE INSTALLED AND MAINTAINED AT THE TOP OF CUT OR FILL SLOPES UNTIL THE SLOPE AND DRAINAGE AREA TO IT ARE FULLY STABILIZED, AT WHICH TIME THEY MUST BE REMOVED AND FINAL GRADING DONE TO PROMOTE SHEET FLOW DRAINAGE. MECHANICAL DEVICES MUST BE PROVIDED AT POINTS OF CONCENTRATED FLOW WHERE EROSION IS LIKELY TO OCCUR. 11. PERMANENT SWALES OR OTHER POINTS OF CONCENTRATED WATER FLOW SHALL BE STABILIZED PERMANENT SWALES OR OTHER POINTS OF CONCENTRATED WATER FLOW SHALL BE STABILIZED WITHIN 3 CALENDAR DAYS OF ESTABLISHMENT WITH SOD OR SEED WITH AN APPROVED EROSION CONTROL MATTING OR BY OTHER APPROVED STABILIZATION MEASURES. 12. SEDIMENT CONTROL DEVICES SHALL BE REMOVED, WITH PERMISSION OF THE DEPARTMENT, WITHIN SEDIMENT CONTROL DEVICES SHALL BE REMOVED, WITH PERMISSION OF THE DEPARTMENT, WITHIN THIRTY (30) CALENDAR DAYS FOLLOWING ESTABLISHMENT OF PERMANENT STABILIZATION IN ALL CONTRIBUTORY DRAINAGE AREAS. STORMWATER MANAGEMENT STRUCTURES USED TEMPORARILY FOR SEDIMENT CONTROL SHALL BE CONVERTED TO THE PERMANENT CONFIGURATION WITHIN THIS TIME PERIOD AS WELL. 13. NO PERMANENT CUT OR FILL SLOPE WITH A GRADIENT STEEPER THAN 3:1 WILL BE PERMITTED IN NO PERMANENT CUT OR FILL SLOPE WITH A GRADIENT STEEPER THAN 3:1 WILL BE PERMITTED IN LAWN MAINTENANCE AREAS OR ON RESIDENTIAL LOTS. A SLOPE GRADIENT OF UP TO 2:1 WILL BE PERMITTED IN NONMAINTENANCE AREAS PROVIDED THAT THOSE AREAS ARE INDICATED ON THE EROSION AND SEDIMENT CONTROL PLAN WITH A LOW-MAINTENANCE GROUND COVER SPECIFIED FOR PERMANENT STABILIZATION. SLOPE GRADIENT STEEPER THAN 2:1 WILL NOT BE PERMITTED WITH VEGETATIVE STABILIZATION 14. THE PERMITTEE SHALL INSTALL A SPLASHBLOCK AT THE BOTTOM OF EACH DOWNSPOUT UNLESS THE PERMITTEE SHALL INSTALL A SPLASHBLOCK AT THE BOTTOM OF EACH DOWNSPOUT UNLESS THE DOWNSPOUT IS CONNECTED BY A DRAIN LINE TO AN ACCEPTABLE OUTLET. 15. FOR FINISHED GRADING, THE PERMITTEE SHALL PROVIDE ADEQUATE GRADIENTS SO AS TO FOR FINISHED GRADING, THE PERMITTEE SHALL PROVIDE ADEQUATE GRADIENTS SO AS TO PREVENT WATER FROM STANDING ON THE SURFACE OF LAWNS MORE THAN TWENTY-FOUR (24) HOURS AFTER THE END OF A RAINFALL, EXCEPT IN DESIGNATED DRAINAGE COURSES AND SWALE FLOW AREAS, WHICH MAY DRAIN AS LONG AS FORTY-EIGHT (48) HOURS AFTER THE END OF A RAINFALL. 16. SEDIMENT TRAPS OR BASINS ARE NOT PERMITTED WITHIN 20 FEET OF A BUILDING WHICH IS SEDIMENT TRAPS OR BASINS ARE NOT PERMITTED WITHIN 20 FEET OF A BUILDING WHICH IS EXISTING OR UNDER CONSTRUCTION. NO BUILDING MAY BE CONSTRUCTED WITHIN 20 FEET OF A SEDIMENT TRAP OR BASIN. 17. ALL INLETS IN NON-SUMP AREAS SHALL HAVE ASPHALT BERMS INSTALLED AT THE TIME OF BASE ALL INLETS IN NON-SUMP AREAS SHALL HAVE ASPHALT BERMS INSTALLED AT THE TIME OF BASE PAVING ESTABLISHMENT. 18. THE SEDIMENT CONTROL INSPECTOR HAS THE OPTION OF REQUIRING ADDITIONAL SEDIMENT THE SEDIMENT CONTROL INSPECTOR HAS THE OPTION OF REQUIRING ADDITIONAL SEDIMENT CONTROL MEASURES, AS DEEMED NECESSARY. 19. ALL TRAP ELEVATIONS ARE RELATIVE TO THE OUTLET ELEVATION, WHICH MUST BE ON EXISTING ALL TRAP ELEVATIONS ARE RELATIVE TO THE OUTLET ELEVATION, WHICH MUST BE ON EXISTING UNDISTURBED GROUND. 20. VEGETATIVE STABILIZATION SHALL BE PERFORMED IN ACCORDANCE WITH THE STANDARDS AND VEGETATIVE STABILIZATION SHALL BE PERFORMED IN ACCORDANCE WITH THE STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL. 21. SEDIMENT TRAP(S)/BASIN(S) SHALL BE CLEANED OUT AND RESTORED TO THE ORIGINAL SEDIMENT TRAP(S)/BASIN(S) SHALL BE CLEANED OUT AND RESTORED TO THE ORIGINAL DIMENSIONS WHEN SEDIMENT HAS ACCUMULATED TO THE POINT OF ONE-HALF (1/2) THE WET STORAGE DEPTH OF THE TRAP/BASIN (1/4 THE WET STORAGE DEPTH FOR ST-III) OR WHEN REQUIRED BY THE SEDIMENT CONTROL INSPECTOR.  22. SEDIMENT REMOVED FROM TRAPS/BASINS SHALL BE PLACED AND STABILIZED IN APPROVED SEDIMENT REMOVED FROM TRAPS/BASINS SHALL BE PLACED AND STABILIZED IN APPROVED AREAS, BUT NOT WITHIN A FLOODPLAIN. 23. ALL SEDIMENT BASINS AND TRAPS MUST BE SURROUNDED WITH A WELDED WIRE SAFETY FENCE. ALL SEDIMENT BASINS AND TRAPS MUST BE SURROUNDED WITH A WELDED WIRE SAFETY FENCE. THE FENCE MUST BE AT LEAST 42 INCHES HIGH, HAVE POSTS SPACED NO FARTHER APART THAN 8 FEET, HAVE MESH OPENINGS NO GREATER THE TWO INCHES IN WIDTH AND FOUR INCHES IN HEIGHT, WITH A MINIMUM OF 14 GAUGE WIRE. SAFETY FENCE MUST BE MAINTAINED IN GOOD CONDITION AT ALL TIMES. 24. NO EXCAVATION IN THE AREAS OF EXISTING UTILITIES IS PERMITTED UNLESS THEIR LOCATION HAS NO EXCAVATION IN THE AREAS OF EXISTING UTILITIES IS PERMITTED UNLESS THEIR LOCATION HAS BEEN DETERMINED. CALL "MISS UTILITY" AT 1-800-257-7777, 48 HOURS PRIOR TO THE START OF WORK. 25. OFF-SITE SPOIL OR BORROW AREAS MUST HAVE PRIOR APPROVAL BY DPS. OFF-SITE SPOIL OR BORROW AREAS MUST HAVE PRIOR APPROVAL BY DPS. 26. SEDIMENT TRAP/BASIN DEWATERING FOR CLEANOUT OR REPAIR MAY ONLY BE DONE WITH THE SEDIMENT TRAP/BASIN DEWATERING FOR CLEANOUT OR REPAIR MAY ONLY BE DONE WITH THE DPS INSPECTOR'S PERMISSION. THE INSPECTOR MUST APPROVE THE DEWATERING METHOD FOR EACH APPLICATION. THE FOLLOWING METHODS MAY BE CONSIDERED: A. PUMP DISCHARGE MAY BE DIRECTED TO ANOTHER ON-SITE SEDIMENT TRAP OR BASIN, PROVIDED PUMP DISCHARGE MAY BE DIRECTED TO ANOTHER ON-SITE SEDIMENT TRAP OR BASIN, PROVIDED IT IS OF SUFFICIENT VOLUME AND THE PUMP INTAKE IS FLOATED TO PREVENT AGITATION OR SUCTION OF DEPOSITED SEDIMENTS; OR B. THE PUMP INTAKE MAY UTILIZE A REMOVABLE PUMPING STATION AND MUST DISCHARGE INTO AN THE PUMP INTAKE MAY UTILIZE A REMOVABLE PUMPING STATION AND MUST DISCHARGE INTO AN UNDISTURBED AREA THROUGH A NON-EROSIVE OUTLET; OR C. THE PUMP INTAKE MAY BE FLOATED AND DISCHARGE INTO A DIRT BAG (12 OZ. NON-WOVEN THE PUMP INTAKE MAY BE FLOATED AND DISCHARGE INTO A DIRT BAG (12 OZ. NON-WOVEN FABRIC), OR APPROVED EQUIVALENT, LOCATED IN AN UNDISTURBED BUFFER AREA. REMEMBER: DEWATERING OPERATION AND METHOD MUST HAVE PRIOR APPROVAL BY THE DPS : DEWATERING OPERATION AND METHOD MUST HAVE PRIOR APPROVAL BY THE DPS INSPECTOR. 27. THE PERMITTEE MUST NOTIFY THE DEPARTMENT OF ALL UTILITY CONSTRUCTION ACTIVITIES WITHIN THE PERMITTEE MUST NOTIFY THE DEPARTMENT OF ALL UTILITY CONSTRUCTION ACTIVITIES WITHIN THE PERMITTED LIMITS OF DISTURBANCE PRIOR TO THE COMMENCEMENT OF THOSE ACTIVITIES. 28. TOPSOIL MUST BE APPLIED TO ALL PERVIOUS AREAS WITHIN THE LIMITS OF DISTURBANCE PRIOR TOPSOIL MUST BE APPLIED TO ALL PERVIOUS AREAS WITHIN THE LIMITS OF DISTURBANCE PRIOR TO PERMANENT STABILIZATION IN ACCORDANCE WITH MDE “STANDARDS AND SPECIFICATIONS FOR STANDARDS AND SPECIFICATIONS FOR SOIL PREPARATION, TOPSOILING, AND SOIL AMENDMENTS”..
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WITH A MINIMUM OF ADDITIONAL SOIL PREPARATION AND TILLAGE. ANY IRREGULARITIES IN THE SURFACE RESULTING FROM TOPSOILING OR OTHER OPERATIONS MUST BE CORRECTED IN ORDER TO PREVENT THE FORMATION OF DEPRESSIONS OR WATER POCKETS. C. TOPSOIL MUST NOT BE PLACED IF THE TOPSOIL OR SUBSOIL IS IN A FROZEN OR MUDDY CONDITION, WHEN THE SUBSOIL IS EXCESSIVELY WET OR IN A CONDITION THAT MAY OTHERWISE BE DETRIMENTAL TO PROPER GRADING AND SEEDBED PREPARATION. C. SOIL AMENDMENTS (FERTILIZER AND LIME SPECIFICATIONS) 1. SOIL TESTS MUST BE PERFORMED TO DETERMINE THE EXACT RATIOS AND APPLICATION RATES FOR BOTH LIME AND FERTILIZER ON SITES HAVING DISTURBED AREAS OF 5 ACRES OR MORE. SOIL ANALYSIS MAY BE PERFORMED BY A RECOGNIZED PRIVATE OR COMMERCIAL LABORATORY. SOIL SAMPLES TAKEN FOR ENGINEERING PURPOSES MAY ALSO BE USED FOR CHEMICAL ANALYSES. 2. FERTILIZERS MUST BE UNIFORM IN COMPOSITION, FREE FLOWING AND SUITABLE FOR ACCURATE APPLICATION BY APPROPRIATE EQUIPMENT. MANURE MAY BE SUBSTITUTED FOR FERTILIZER WITH PRIOR APPROVAL FROM THE APPROPRIATE APPROVAL AUTHORITY. FERTILIZERS MUST ALL BE DELIVERED TO THE SITE FULLY LABELED ACCORDING TO THE APPLICABLE LAWS AND MUST BEAR THE NAME, TRADE NAME OR TRADEMARK AND WARRANTY OF THE PRODUCER. 3. LIME MATERIALS MUST BE GROUND LIMESTONE (HYDRATED OR BURNT LIME MAY BE SUBSTITUTED EXCEPT WHEN HYDROSEEDING) WHICH CONTAINS AT LEAST 50 PERCENT TOTAL OXIDES (CALCIUM OXIDE PLUS MAGNESIUM OXIDE). LIMESTONE MUST BE GROUND TO SUCH FINENESS THAT AT LEAST 50 PERCENT WILL PASS THROUGH A #100 MESH SIEVE AND 98 TO 100 PERCENT WILL PASS THROUGH A #20 MESH SIEVE. 4. LIME AND FERTILIZER ARE TO BE EVENLY DISTRIBUTED AND INCORPORATED INTO THE TOP 3 TO 5 INCHES OF SOIL BY DISKING OR OTHER SUITABLE MEANS. 5. WHERE THE SUBSOIL IS EITHER HIGHLY ACIDIC OR COMPOSED OF HEAVY CLAYS, SPREAD GROUND LIMESTONE AT THE RATE OF 4 TO 8 TONS/ACRE (200-400 POUNDS PER 1,000 SQUARE FEET) PRIOR TO THE PLACEMENT OF TOPSOIL.
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2. APPLICATION A. APPLY MULCH TO ALL SEEDED AREAS IMMEDIATELY AFTER SEEDING. B. WHEN STRAW MULCH IS USED, SPREAD IT OVER ALL SEEDED AREAS AT THE RATE OF 2 TONS PER ACRE TO A UNIFORM LOOSE DEPTH OF 1 TO 2 INCHES. APPLY MULCH TO ACHIEVE A UNIFORM DISTRIBUTION AND DEPTH SO THAT THE SOIL SURFACE IS NOT EXPOSED. WHEN USING A MULCH ANCHORING TOOL, INCREASE THE APPLICATION RATE TO 2.5 TONS PER ACRE. C. WOOD CELLULOSE FIBER USED AS MULCH MUST BE APPLIED AT A NET DRY WEIGHT OF 1500 POUNDS PER ACRE. MIX THE WOOD CELLULOSE FIBER WITH WATER TO ATTAIN A MIXTURE WITH A MAXIMUM OF 50 POUNDS OF WOOD CELLULOSE FIBER PER 100 GALLONS OF WATER. 3. ANCHORING A. PERFORM MULCH ANCHORING IMMEDIATELY FOLLOWING APPLICATION OF MULCH TO MINIMIZE LOSS BY WIND OR WATER. THIS MAY BE DONE BY ONE OF THE FOLLOWING METHODS (LISTED BY PREFERENCE), DEPENDING UPON THE SIZE OF THE AREA AND EROSION HAZARD: I. A MULCH ANCHORING TOOL IS A TRACTOR DRAWN IMPLEMENT DESIGNED TO PUNCH AND ANCHOR MULCH INTO THE SOIL SURFACE A MINIMUM OF 2 INCHES. THIS PRACTICE IS MOST EFFECTIVE ON LARGE AREAS, BUT IS LIMITED TO FLATTER SLOPES WHERE EQUIPMENT CAN OPERATE SAFELY. IF USED ON SLOPING LAND, THIS PRACTICE SHOULD FOLLOW THE CONTOUR. II. WOOD CELLULOSE FIBER MAY BE USED FOR ANCHORING STRAW. APPLY THE FIBER BINDER AT A NET DRY WEIGHT OF 750 POUNDS PER ACRE. MIX THE WOOD CELLULOSE FIBER WITH WATER AT A MAXIMUM OF 50 POUNDS OF WOOD CELLULOSE FIBER PER 100 GALLONS OF WATER. III. SYNTHETIC BINDERS SUCH AS ACRYLIC DLR (AGRO-TACK), DCA-70, PETROSET, TERRA TAX II, TERRA TACK AR OR OTHER APPROVED EQUAL MAY BE USED. FOLLOW APPLICATION RATES AS SPECIFIED BY THE MANUFACTURER. APPLICATION OF LIQUID BINDERS NEEDS TO BE HEAVIER AT THE EDGES WHERE WIND CATCHES MULCH, SUCH AS IN VALLEYS AND ON CRESTS OF BANKS. USE OF ASPHALT BINDERS IS STRICTLY PROHIBITED. IV. LIGHTWEIGHT PLASTIC NETTING MAY BE STAPLED OVER THE MULCH ACCORDING TO MANUFACTURER RECOMMENDATIONS. NETTING IS USUALLY AVAILABLE IN ROLLS 4 TO 15 FEET WIDE AND 300 TO 3,000 FEET LONG.
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B. SOD: TO PROVIDE QUICK COVER ON DISTURBED AREAS (2:1 GRADE OR FLATTER). 1. GENERAL SPECIFICATIONS  A. CLASS OF TURFGRASS SOD MUST BE MARYLAND STATE CERTIFIED. SOD LABELS MUST BE MADE AVAILABLE TO THE JOB FOREMAN AND INSPECTOR. B. SOD MUST BE MACHINE CUT AT A UNIFORM SOIL THICKNESS OF ¾ INCH, PLUS OR MINUS ¼ INCH, INCH, PLUS OR MINUS ¼ INCH, AT THE TIME OF CUTTING. MEASUREMENT FOR THICKNESS MUST EXCLUDE TOP GROWTH AND THATCH. BROKEN PADS AND TORN OR UNEVEN ENDS WILL NOT BE ACCEPTABLE. C. STANDARD SIZE SECTIONS OF SOD MUST BE STRONG ENOUGH TO SUPPORT THEIR OWN WEIGHT AND RETAIN THEIR SIZE AND SHAPE WHEN SUSPENDED VERTICALLY WITH A FIRM GRASP ON THE UPPER 10 PERCENT OF THE SECTION. D. SOD MUST NOT BE HARVESTED OR TRANSPLANTED WHEN MOISTURE CONTENT (EXCESSIVELY DRY OR WET) MAY ADVERSELY AFFECT ITS SURVIVAL. E. SOD MUST BE HARVESTED, DELIVERED, AND INSTALLED WITHIN A PERIOD OF 36 HOURS. SOD NOT TRANSPLANTED WITHIN THIS PERIOD MUST BE APPROVED BY AN AGRONOMIST OR SOIL SCIENTIST PRIOR TO ITS INSTALLATION. 2. SOD INSTALLATION A. DURING PERIODS OF EXCESSIVELY HIGH TEMPERATURE OR IN AREAS HAVING DRY SUBSOIL, LIGHTLY IRRIGATE THE SUBSOIL IMMEDIATELY PRIOR TO LAYING THE SOD. B. LAY THE FIRST ROW OF SOD IN A STRAIGHT LINE WITH SUBSEQUENT ROWS PLACED PARALLEL TO IT AND TIGHTLY WEDGED AGAINST EACH OTHER. STAGGER LATERAL JOINTS TO PROMOTE MORE UNIFORM GROWTH AND STRENGTH. ENSURE THAT SOD IS NOT STRETCHED OR OVERLAPPED AND THAT ALL JOINTS ARE BUTTED TIGHT IN ORDER TO PREVENT VOIDS WHICH WOULD CAUSE AIR DRYING OF THE ROOTS. C. WHEREVER POSSIBLE, LAY SOD WITH THE LONG EDGES PARALLEL TO THE CONTOUR AND WITH STAGGERING JOINTS. ROLL AND TAMP, PEG OR OTHERWISE SECURE THE SOD TO PREVENT SLIPPAGE ON SLOPES. ENSURE SOLID CONTACT EXISTS BETWEEN SOD  ROOTS AND THE UNDERLYING SOIL SURFACE. D. WATER THE SOD IMMEDIATELY FOLLOWING ROLLING AND TAMPING UNTIL THE UNDERSIDE OF THE NEW SOD PAD AND SOIL SURFACE BELOW THE SOD ARE THOROUGHLY WET. COMPLETE THE OPERATIONS OF LAYING, TAMPING AND IRRIGATING FOR ANY PIECE OF SOD WITHIN EIGHT HOURS. 3. SOD MAINTENANCE  A. IN THE ABSENCE OF ADEQUATE RAINFALL, WATER DAILY DURING THE FIRST WEEK OR AS OFTEN AND SUFFICIENTLY AS NECESSARY TO MAINTAIN MOIST SOIL TO A DEPTH  OF 4 INCHES. WATER SOD DURING THE HEAT OF THE DAY TO PREVENT WILTING. B. AFTER THE FIRST WEEK, SOD WATERING IS REQUIRED AS NECESSARY TO MAINTAIN ADEQUATE MOISTURE CONTENT. C. DO NOT MOW UNTIL THE SOD IS FIRMLY ROOTED. NO MORE THAN   OF THE GRASS LEAF MUST OF THE GRASS LEAF MUST BE REMOVED BY THE INITIAL CUTTING OR SUBSEQUENT CUTTINGS. MAINTAIN A GRASS HEIGHT OF AT LEAST 3 INCHES UNLESS OTHERWISE SPECIFIED.
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